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Permit No. LA0003301 
Application No. LA0003301 

AUTHORIZATION TO DISCHARGE UNDER THE 
NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM 

In compliance with the provisions of the Federal Water Pollution Control Act, as 
amended, (33 u.s.c. 1251 et. seq; the "Act"), 

Dow Chemical U.S.A. 
Louisiana D1vfs1on 
P.O. Box 150 
Plaquemine, Louisiana 70764 

is authorized to discharge from a facil1~ located at Plaquemine, Louisiana 

to receiving waters Mississippi River 
Bayou Bourbeaux 

1 n accordance wf th effluent limitations, monitoring requirements and other 
conditions set forth in Parts I, II, and Ill hereof. 

Thfs permit shall become effective on 

Thfs permit and the authorization to discharge shall expire at midnight, 

Signed this day of 

Director, Water Management Dfv1s1on (6Wl 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

r~ 
SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS ~Outfall 001 

Ourfng the perfod beginning the effective date and lasting through the 
expiration date the permittee is authorized to discharge from Outfall( sl serial 
number(s) 001, combined process, utility and storm runoff from the Oivision 
Return canal system to the Mississippi River. 

Such discharges shall be limited and monitored by the permittee as specified 
bel ow: 

Effluent Characteristic Discharge Limitations 
kg/day(lbs/day) other Units (Specify) 

F1 ow-m3tDay( MGD l 
Temperature, "F 
Total Residual Chlorine 
Total Purgeabl e 

Hal ocarbons 
Total Purgeable 

Aromatics 
Phenols 
Bi omoni to ring 

Effluent Characteristic 

Flow-m3tDay(MGD) 
Temperature, "F 

Daily 

N/A 
N/A 
Report 

Report 

Report 
Report 
N/A 

Total Residual Chlorine 
Total Purgeable Halocarbons 
Total Purgeable Aromatics 
Phenols 
Bf omonf tori ng 

Avg Daily Max Daily Avg Daily Max 

N/A Report Report 
N/A Report Report 
Report N/A N/A 

Report N/A N/A 

Report N/A N/A 
Report N/A N/A 
N/A N/A N/A 

Monitoring Requirements 

Measurement 
Frequency 

Continuous 
Continuous 
1/Day 
1/Month* 
1/Month* 
1/Month* 

(See Part Ill) 

Sample 
Type 

.. Aeut ~ f"~ 
Record 
Grab 
24-Hour Composite 
24-Hour Composite 
24-Hour Composite 
24-Hour Composite 

*See Part Ill, 9. / 

# ~ }rv......( »fM ~r1 f<UMID ~~ 1 tf..a.:. ~ 
~~fiMMf~~. 
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The pH shall not be less than 6.0 standard units nor greater than 9.0 standard 
units and shall be monitored continuously and recorded (See Part III). 

There shall be no discharge of floating solids or visible foam in other than 
trace amounts. 

Samples taken in compliance with the monitoring requirements specified above 
shall be taken at the following location(s): 001; the monitoring point for pH 
shall be in the sampling drum which receives water from all pumps which pump 
the discharge from the D1vison Return Canal System to the Mississippi River. 
The residence time of water in this sampling drum will reflect the 
f nstantaneous pH of the combined f1 ow, i.e., the holdup in the vessel shall be 
less than 15 minutes. 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

jAA1~ 
SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS ~~Outfall 101 

During the period beginning effective date and lasting through expiration date 
the permittee is authorized to discharge from Outfalll s) serial number( s) 101, 
process wastewater from the manufacture of chlorinated polyet~lene. 

Such discharges shall be limited and monitored by the permittee as specified 
bel ow: 

Effluent Characteristic Discharge limitations 
kg/day( lbs/day) Other Units (Specify) 

Daily Avg Daily Max Daily Avg Daily Max 

Flow-m3/Day(MGD) 
Total Oxygen Demand 
Total Suspended Solids (TSS) 
Total Residual Chlorine 

Effluent Characteristic 

Flow-m3/Day(MGD) 
Total Oxygen Demand 
Total Suspended Solids (TSS) 
Total Residual Chlorine 

Report 
N/A 

_)II A 
u'~-~"{m-w....,t:D~ 

Continuous Indi ate 
·Daily )I~ + 24-H ur omposfte 
Daily y~ >;- 24- our omposf te 
1 /We,ek ' · Gr 

S'ff (!zoo) 
(,q"f a·;vo 

.f YWIOQ7M.~~··<-~ ~·.a.~~ t/l-~ MAli~ A.1p~ 
wJJ ~ -tlu ~ h~ ;;t, 31~ 6vz-~ ~ 
.w1.J;t..et.tk .:t. M.cJ1 fJbU4~ ,., 
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The pH. shall not be less than N/A standard units nor greater than N/A standard 
units and shall be monitored 1/day vi a grab sample. 

There shall be no discharge of floating solids or vhfble foam fn other than 
trace amounts. 

Samples taken fn conpl f ance wt th the monitoring requ1 rements specfffed above 
shall be taken at the followfng locatfonlsl: 101; Southwest corner of block 19, 
discharge of settlfng pond. 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

J,.,;{~ 
SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS ~10utfa11s 211 and 

During the period beginning effective date and lasting through expiration date 
the pennittee is authorized to discharge from Outfall(s) serial number(s) 211 -
once-through cooling water from methyl cellulose unit, 221 -treated and 
uncontaminated stonnwa ter. 

Such discharges shall De limited and monitored Dy the pennittee as specified 
Del ow: 

Effluent Characteristic 

Fl ow-mljDay( MGD) 

Net Total Oxygen Demand* 

Total Oxygen Demand** 

Effluent CharacteriStic 

Fl ow-ml /Day( MGD) 

Net Total Oxygen Demand 

TOD 

Dischar9e Limitations 
kg/day(lbs/day) Other Units (Specify) 

Daily Avg Daily Max 

N/A N/A 

Report Report 

N/A N/A 

Frequency 

C~ons 
Daily 

Daily* .. 

Oafly Avg Daily Max 

Report Report 

N/A 15 (mg/1)* 

N/A 200 (mg/1) 

Type 
.Lit_~ 

Indicate 

Grab 

24-llowr G&Riposi te 6~ 
*Net TOO limit applies to OTCW at 211. 

**When 221 is flowing. Report TOO only untfl Decewber 31, 1gs4. 
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The pH shall not be less than N/A standard units nor greater than N/A standard 
units and shall be moni tared 1/dey via grab sample. 

There shall be no discharge of f1 oating solids or visible follll in other than 
trace amounts. 

Samples taken in compliance wt th the 110ni taring requirements specified above 
shall be taken at the fo11owtng 1ocatfon(s): 211, once-through cooling water; 
221 treated and uncontaminated storm runoff. 
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PART I 
REQUIREMENTS FOR NPOES PERMITS 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS - Outfall 311 

During the period beginning effective date and lasting through expiration date 
the permittee is authorized to discharge from Outfall! sl serial number( s) 311. 
Chlor-alkali II plant process discharge. 

Such discharges shall be limited and monitored by the permittee as specified 
bel ow: 

Effluent Characteristic 

Fl ow-nf3t0ay( MGD) 

Total Suspended Solids (TSS) 
Total Residual Chlorine 
Total Chromium** 
Total Copper 
Total Lead 
Total Nickel 
Total Purgeable Halocarbons* 
Bi omoni tori ng 

Effluent Characteristic 

Flow-nf3/Day(MGD) 

Total Suspended Solids (TSS) 
Total Residual Chlorine 
Total Chromi urn 
Total Copper 
Total Lead 
Total Nickel 
Total Purgeable HalocarbOn$* 
Biomonitoring 

* EPA Method 601 or 624 
** At CTBD 

Discharge limitations 
kg/day(lbs/day) Other Units (Specify) 

Daily Avg DaHy Max Daily Avg Daily Max 

N/A 

509(1122) 
7.9(17.4) 
0.23(0.5) 
4.9(10.8) 
2.4(5.3) 
3.7(8.1) 
1.3(3) 
N/A 

N/A Report 

1098(2420) N/A 
13.0(28.6) N/A 
0.45(1.0) N/A 
12.0(26.4) N/A 
5.9(13.0) N/A 
7.3(21.3) N/A 
2.7(6) N/A 
N/A N/A 

Monitoring Requirements 
Measurement Sample 
Frequency Type 

Continuous Record 

1/Day 24-Hour 
1/Day Grab 
1/Week 24-Hour 
1/Week 24-Hour 
1/Week 24-Hour 
1/Week 24-Hour 
1/Week 24-Hour 

(See Part I II) 24-Hour 

Report 

N/A 
N/A 
N/A 
N/A 
N/A 
N/A 
N/A 
N/A 

Composite 

Compo sf te 
Composite 
Compo sf te 
Composite 
Composite 
Ccmposfte 
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The pH shall not be less than N/A standard units nor greater than N/A standard 
unf ts and shall be monf to red 1/day vf a grab sample. 

There shall be no df scharge of fl oatfng solids or visible foam In other than 
trace amounts. 

Samples taken in canpl i a nee w1 th the monitoring requirements spec! fled above 
shall be taken at the following locatfon(s): 311, chlor-alkali plant 24" 
parshall flume. 
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PART ·I 
REQUIREMENTS FOR NPDES PERMITS 

SECTION A. EFFLUENT LIM[TATIONS AND MONITORING REQUIREMENTS - Outfall 321 

During the period beginning effective date and lasting through expiration date 
the penni ttee fs authorized to discharge from Outfall( s) serial number( s) 321, 
Chlorine plant. 

Such discharges shall be limited and monitored by the pennittee as specified 
below: 

Effluent Characteristic 

F1 ow-nr3 ;Day( MGD) 

Total Suspended Solids (TSS) 
Total Residual Chlorine 
Total Copper 
Total Lead 
Total Nickel 
Total Purgeable Halocarbons* 
Bfomonftoring 

Effluent Characteristic 

Flow-mlfOay(MGD) 

Total Suspended Solids (TSS) 
Total Residual Chlorine 
Total Copper 
Total Lead 
Total Nickel 
Total Purgeable Halocarbons* 
Bfomonftoring · 

* EPA Method 601 or 624 

DischarHe Limitations 
kg/day( lbs/day) Other Units (Specify) 

Daily Avg, Daily Max 

N/A N/A 

921(2030) 1986(4378) 
14. 2(31.4) 23.4(51.7) 
8.8(19.5) 21.7(47.8) 
4.3(9.6) 10.7(23.5) 
6. 7(14. 7) 17.5(38.6) 
2. 3(5) 4.6(10) 

N/A N/A 

Frequency 

continuous 

1/Day 
1/Day 
1/Week 
1/Week 
1/Week 
1/Week 
(See Part III) 

Daily Avg Daily Max 

Report Report 

N/A N/A 
N/A N/A 
N/A N/A 
N/A . N/A 
N/A N/A 
N/A N/A 
N/A N/A 

Type 

Record 

24-Hour C001posi te 
Grab 
24-Hour Composite 
24-Hour Composite 
24-Hour Composite 
24-Hour Composite 
24-hr. compost te 



I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

PART I 

Page 11 of 127 
Permit No. LA0003301 

The pH shall not be less than N/A standard units nor greater than N/A standard 
units and shall be monitored 1 /day vi a grab sample. 

There shall be no discharge of fl oat1 ng solids or visible foan 1n other than 
trace anounts. 

Samples taken 1 n canpli a nee w1 th the monitoring requi r.e~~~ents spec1f1 ed above 
shall be taken at the following location(s): 321, chlorine plant discharge at 
36" Trench concrete- .bf.¥ f'v rs;, 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS - Outfall 331,341, 
351,361,371 

During the period beginning the effective date and lasting through the 
expiration date, the permittee is authorized to discharge from Outfall(s) serial 
number(s) 331,341,351,361,371; Once-through cooling water and s~nn ~~off. 

" a.,.,..~ 
Such discharges shall be limited and monitored by the permittee as specified 
bel ow: 

Effluent Characteristic 

Flow-m3tDay(MGOl 

Net Total Oxygen Demand* 

Effluent Characteristic 

Flow-m3!0ay(MGD) 

Net Total Oxygen Demand 

* Each outfall 

Discharge Li mi tati ons 
kg/day(lbs/dayl Other Units 

Dafly Avg Dafly Max Dafly Avg 

N/A 

Report 

N/A 

Report 

Frequency 

Continuous 

1/0ay 

Report 

N/A 

Type 

ReCOI'd 

Grab 

(Specify) 
Daily Max 

Report 

5(mg/l) 
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The pH shall not be less than N/A standard units nor greater than N/A standard 
unfts and shall be monitored 1/day vfa grab sample. 

There-shall be no discharge of floating solfds or v1sfble foCIII fn other than 
trace Clllounts. 

Samples taken 1 n cmplf ance w1 th the monf tori ng requf rements spec1 f1 ed above 
shall be taken at the foll owf ng location( s): 

331; 24" parshall f1 ume 
341, 36" f1 ume 
351, 10' flume 
361, earthen trench 
371, 20" pipe. 
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PART 1 
REQUIREMENTS FOR NPDES PERMITS 

Snttrn~l 
SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS -~Outfalls 411 and 

·During the period beginning effective date and lasting through expiration date 
the permittee fs authorized to discharge from Outfall( sl serial number( sl 411 
and 421 (once-through cooling water) from propylene oxide and Intermediates. 

Such discharges shall be limited and monitored by the permittee as specified 
bel ow: 

Effluent Characteristic 

Flow-mlfOay(MGDl 

Net Total Oxygen Demand 

1,2-Dfchloropropane* 

Effluent Characteristic 

Flow-mlfOay(MGD) 

Net Total Oxygen Demand 

1,2-Dfchloropropane 

*EPA Method 601 or 624 

Discharge Limitations 
kg/day(lbs/day) other Units (Specify) 

Daily Max Daily Avg Daily Max Da11 y Avg 

N/A 

N/A 

N/A 

N/A 

Report Report 

Report /5(mg/ll 

Report Report N/A 200(ug/l) 

Monftorfng Requirements 
Measurement Sample 
Frequency Type 

Gal~~d t;6f-/ma.f-e 
1/Day 

1/Weel< 

24-Hour Composite 

24-Hour Composite 
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The pH shall not be less than N/A standard units nor greater than N/A standard 
unf ts and shall be monitored 1/day "h gPall &iiRipl e. N/A 

There ·shall be no discharge of floating solids or vfsfble foem in other than 
trace amounts. 

samples taken in compliance with the monitoring requirements specified above 
shall be taken at the following location(s): 411' once-through cooling .ater at 
"old" 004-1; 421, once-through cooling water at old" 004-2. · 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS 
441, and 451. 

,:r~rnaf 
-40utfall ( sl 431, 

During the period beginning effective date and lasting through expiration date 
the pennittee is authorized to discharge from Outfall ( s) serial number( s) 
431, stonnwater impoundment; 441, emergency stonnwater overflow and 451, once
through cooling and rain water (air sYStem) from Glycol 1 area. 

Such discharges shall be limited and monitored by the pennittee as specified 
bel ow: 

Effluent Characteristic 

Flow-ml/Day(MGD) 

Total Oxygen Demand 
1,2-Dichloropropane 

Effluent Characteristic 

Flow-ml/Day(MGD) 

Total Oxygen Demand 
1,2-Dfchloropropane** 

*When f1 ow1 ng 
**EPA Method 601 or 624 

Discharge Limitations 
kg/day(lbs/day) Other Units 

Daily Avg Daily Max Daily Avg 

N/A 

Report 
Report 

N/A 

Report 
Report 

Report 

N/A 
N/A 

Monitoring Requirements 
Measurement Sample 
Frequency Type 

1/Day* 

1/Day* 
1/Week* 

Estimate 

Grab 
Grab 

(Speci fyl 
Daily Max 

Report 

200 (mg/1) 
200 (ug/ll 
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The pH shall not be less than N/A standard units nor greater than N/A standard 
units and shall be monitored N/A. 

There shall be no discharge of floating solids or v1sfble foam fn other than 
trace amounts. 

Samples taken fn compliance with the monitoring requirements specified above 
shall be taken at the following location(s): 431, rafn water impoundment to 
effluent canal; 441, emergency overflow from Glycol I area and 451, once-through 
cooling and rain water (afr system) at "old" 004-3 in the Glycol I area. 
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PART I 
REQUIREMENTS FOR NPOES PERMITS 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS - Outfall(sl Sum of 
511 and 521. 

During the period beginning effective date and lasting through expiration date 
the permittee is authorized to discharge from Outfall( sl serial number( s) sum of 
511 and 521 - processAwast~wa ~.from the manufacture of chlorinated solvents,~ vAM-1 IaAUUJ, 4Ail ''a...!t ~~ 
Such afscharges shall be limi d and monitored by the permittee as specified 
bel ow: 

Effluent CharacteriStic Discharge Limitations 
kg/day(lbs/day) Other Units !Specify) 

Daily Avg Daily Max Daily Avg Daily Max 

F1ow-ni3 fOay(MGD) N/A N/A Report Report 
-'flt •••• -+-Total Residual Chlorine ~ 7.71171 ,..,... 15.4(34) ~ /(...,t.t.) ~ 2~~ 

-lotal Niekel 2.8(6.31 ti.7(12.6l N/A N/P. 
Total Purgeab1e Halocarbons*(_'llo5(32l' ·c"JU.OI81l N/A N/A 
Biomonitorfng N/A N/A N/A N/A 

.n (,;1) IJ.I. (1o2) 
Effluent Characteristic Monitoring Requirements 

Measurement Sample 

Flow-mlfOay!MGD) 

Total Residual Chlorine*~ 
-t&ta1 N 1 c ke1 
Total Purgeable Ha1ocarbons 
Biomon1toring 

*EPA MethOd 601 or 624 

Frequency Type 

Continuous 

1/Day 
1/Week 
1/Day 

(See Part III) 

Record 

24-Hour Composite 
· 24 llour eanpos I te 
24-Hour Composite 
24-Hour Composite 

dutfall 5 co ins purgeable hal ocarbons and total residual chl orfne from'\ 
inyl I, o 11 601. The above limits apply after the values from outfall} 
01 are ~r ted f~av~.JJ:l~o.-L 

"~-* M~ .J-~MI\~~ c.W,~~ ~~ ~ r.w.t !l~r. 
£W.A, ,..wn -tr, ~ ~ ~ ~ ~ I f) .QQ. PIM m:' 
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The pH shall not be less than N/A standard unfts nor greater than N/A standard 
units and shall be monitored 1/day vfa grab sample. 

There.sha11 be no discharge of floating solids or visible foam in other than 
trace amounts. 

Samples taken fn compl f ance w1 th the monftorfng requf rements specffi ed above 
shal 1 be taken at the foll ow1 ng location( sl: 511; contact river water from 
steam stripper; 521, contact process wastewater. 

511 (formerly 005A) process, cooling and scrubber water; 521 (formerly 
0058) scrubber and stomwater from solvents manufacturing area. 
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\ PART I 
REQU REMENTS FOR NPOES PERMITS 

During the period beginning ef""l•+<v .. 
the permittee is authorized to 
531,541 - Non-contact river ~+ .... \ 
chlorinated sol vents plant. 

Such discharges shall be limited 
bel ow: 

Effluent Characteristic 

Fl ow-m3 /Day( MGD) 

Net Total Oxygen De•~~ar1d 

N/A 

N/A 

ng through expiration date 
1 ( s) serfal number( s) 501, 

unt•nribminated storm runoff from 

by the permittee as specified 

Report Report 

N/A 5(mg/l) 

Continuous Estimate 

1/Day Grab 
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The pH shall not be less than A svta
18

nda
9

rradK samitpsle"o.r greater than N/A standard 
units and shall be monftored 1/d u 

There ·shall be no discharge of f1 oa ng~lfds or visible foam in other than 
trace amounts. 

Samples taken tn canpliance wtth he mo toring requirements specfffed above 
shall be taken at the follow! locatfon( 

501; non-contact 
531, non- contact 
541, non-contact 

ter pl us i net nera r scrubber water. 
hrough river water. 

r water plus stripped s water. 
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~ PART I 

SECTION A. EFFLUENT LI::T:~;N::OF::N~::::N~::;:~REMENTS - utfall 601 

During the period beginning ef~tive date and lasting th ough expiration date 
the permittee is authorized to di'5charge from Dutfall(s serial number(s) 601, 
process wastewater from EOC/VCM an once-through cooli g water. 

Such discharges 
below: 

Effluent Characteristic 

Fl ow-ml fDay( MGD) N/ A 

Net Total Oxygen Demand* 
Total Purgeable Halocarbons** 
Total Residual Chlorine 
Biomonitoring 

Effluent Characteristic 

Fl ow-nil /Day( MGD l 

Net Total Oxygen De 
Total Purgeable Hal carbons 
Total Residual Chl rine 
Biomonftorfng 

Continuous 

1/Day 
1/Day 
1/Day 

(See Part III l 

* At OTCW s eams 0621, 0631 and 0641. 
** EPA Meth Cl 601 or 624. 

e permittee as specified 

Report 

Report 
N/A 
N/A 
N/A 

Composite 
Compo sf te 
Compo sf te 
Composite 

(Specify) 
Daily Max 

Report 

Report 
N/A 
N/A 
N/A 



I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

PART I 

Page 23 of 127 
Permit No. LA0003301 

The pH shall not be ess than N/A standard units nor greater than N/A standard 
units and shall be mo tared 1/day via grab sample. 

There shall be no dlscharg 
trace amounts. 

Samples taken 1 n compliance wf th 
shall be taken at the follow! oc 
process, utility and storm ainage 
006 sampling point at t southwest 

Net TOO to be mon1 red at 0611 approximate 17 MGD, 0621 approximately 10 MGD, 
0631 approximat y 17 MGD and 0641 at a locat1 just prior to entering the 
return canal • 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS - Area 700 

During the period beginning effective date and lasting through expiration the 
permittee is authorized to discharge from Outfall(s) serial number(s) 0711 
Once-through cooling water from Light ~drocarbons II. 

Such discharges shall be limited and monitored by the permittee as specified 
below: 

Effluent Characteristic 

Fl ow-rrr'l JDay( M 

Net Total Oxygen Demand 

Effluent Characteristic 

Flow-rrr'lfOay(MGD) 

Net Total Oxygen Demand 

Discharge Limitations 
kg/day(lbs/day) Other Units 

Daily Avg Daily Max Daily Avg 

N/A 

N/A 

N/A 

N/A 

Report 

N/A 

Monitoring Requirements 
Measurement Sample 
Frequency Type 

Continuous Estimate 

1/Day Grab 

(Specify) 
Daily Max 

Report 

5 (mg/1) 
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The pH shall not be less than N/A standard units nor greater than N/A standard 
units and shall be monitored 1/d~ via grab sample. 

There·shall be no discharge of floating solids or visible foam 1n other than 
trace amounts. 

Samples taken in compliance with the monitoring requirements specified above 
shall be taken at the following location(s): 0711; once-through cooling water at 
fonner 007 B sample point. 
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PART I 
REQUIREMENTS FOR NPGfS PERMITS 

~~~ 
SECTIO.N A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS -,;Putfall 0721 

During the period beginning effective date and lasting throug~ expiration date 
the permittee is authorized to discharge from Outfall( s) serial number( s) 0721, 
treated contact process wastewater from Light ljydrocarbons W I I. 

Such discharges shall be limited and monitored by the permittee as specified 
bel ow: 

Effluent Characteristic Discharge Limitations 
kg/day(lbs/day) Other Units (Specify) 

Daily Avg Dally Max Da;Jy Avg Daily Max 

N/A Flow-mlfDay(MGD) 
lf I (OJo) 

Total Suspended Solids (TSS) 32(71)
Biochemical Oxygen 

Demand (BOD5 J Report Report 
Total Oxygen Demand :J.i/.7 NfA(SUO) tt>Y-NfA;(!OtiD) 

Report 

N/A 

42 (mg/1 I 
lWO h•gfll 

Report 

N/A 

106 (mg/11 
499 !mg/H 

10 !mg/ 1) H !mglll 
0 4 (lllg/1) 0.65 fmg,'ll 

(mg/ 1) 1.0 (fflg/1) 

011 and Grease 11."!. ~@6) ll.lll#r l>._y 
BeRZBRe r~ ,~~ o.<r .02(.05J(!:o)/l{(.04(.09)~·1) 
Phenol ~ N/~~ N-fA" ~ 

·TOl ueua l't'h;li:e~ N/A N/A 
Fl ourene N/A N/A 
Nae.,~hal ene N/A N/A •. 
Effluent Characteristic 

Flow-mlfOay(MGDJ 

Total Suspended Solids (TSS) 
Biochemical Oxygen Demand (BOD51 
Total Oxygen Demand 
011 and Grease 
Total Purgeable Aromatics 
Phenol 
Acenaphthalene 
Fluorene 
Naphthalene 

*EPA Method 602 or 624 

Continuous 

1/Week 
l/Week 
1 /Week 
1/Week 
1/Week 
1/Week 
1/Week 
1/Week 
1/Week 

0.§ 
N/A 0.05 
N/A 0.05 
.5 (mg/1 J 1.0 

Record 

24-Hour Composite 
24-Hour Composite 
24-Hour Composite 
Grab 
24-Hour Composite 
24-Hour Composite 
24-Hour Composite 
24-Hour Composite 
24-Hour Composite 

(mg/1 I 
(mg/1 I 
(mg/1 I 
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The pH shall not be less than N/A standard units nor greater than N/A standard 
units and shall be monitored 1/day vfa grab sample. 

There shall be no discharge of floating solfds or visible foam in other than 
trace amounts. 

Samples taken in compliance wfth the monitoring requirements specified above 
shal 1 be taken at the fol 1 owf ng location( sl: outfall s 0721, treated contact 
water from LHC II at "old" sample point 007. 
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PART I 
REQUIREMENTS FOR NPOES PERMITS 

,JMt~ 
SECTION A. EFFI.!1JENT LIMITATIONS AND 14lNITORING REQUIREI'ENTS /1 Outfall 0731 

During the period beginning effective date and lasting through expiration date 
the permittee is authorized to discharge from Outfall( s) serial number( s) 0731 -
By-product alkalinity from Light Hydrocarbon Ilan L i!r S.u. Pat-TJIC,t'l. 

'/Such discharges shall be limited and monitored by the penafttee as spec1fled 
bel ow: 

Effluent Characteristic 

Flow-ml!Day(MGD) 

Total Oxygen Demand 
Total Suspended Solids (TSS] 
Total Phenols* 
Total Purgeable Aromatics* 
Naphthalene 
ht 1 'illijlp 
ltn*Yl bzacl 
~] lll\it:-1= 
011 and Grease 

,. 

Effluent Characteristic 

Discharge LImitations 
kg/day( lbs/day] Other Units C specify) 

Daily Avg Daily Max Dally Avg Daily Max 

N/A N/A Report Report 

N/A N/A 200 (mg/1) 400 (mg/1) 
N/A N/A 55 (mg/1) 110 (mg/1) 
N/A N/A 0.1 (mg/1) 0. 2 (mg/1) 
N/A N/A 0. 2 (mg/1) 0. 35 (mg/ll 
N/A N/A 0.05 (mg/1) 0.1 (mg/1) 

. ,-MfA N~A O::l:5-tmg1..1:l=0=3=Cmg/-+l ~:·s"~lA~~~::~N~'AE§~!k;~3::&m9L-+-->=o. .. fHingl+l-
N/A NI.A CF.a fii@'ll 8. 6 (ili§)9-'t' 
N/A N/A 10 (mg/1) 15 (mg/1) 

Monitoring Requirements 
Measurement Sample 
Frequency Type 

I Fl ow-ml fDay( MGD l Continuous Record 

I 
I 
I 
I 
I 

Total 
(TSS) 

* EPA Method 602, 604, 610 or 624 

1/Week 
1 /Week 
1/Day 
1/Day 
1/Week 
:::l;:tWeek·~ 

---J 'W el 
1 /Heel~ 
3/Week 

24-Haur Compaslte 
24-Hour Composite 
24-Hour Compaslte 
24-Hour Compasite 
24-Hour Compasite 

~ 
Grab 
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The pH shall not be less than N/A standard units nor greater than N/A standard 
'units and shall be monitored 1/dey via grab sample. 

There shall be no discharge of floating solids or visible foam fn other than 
trace amounts. 

Samples taken in compliance with the monitoring requirements specified above 
shall be taken at the following locatf on( s): outfall 0731, by-product 
alkalinity from new benzene removal treatment system. 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

rnt~ 
SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS -40utfall 741 

During the period beginning the effective date and lasting through the 
expiration date, the permittee fs authorized to discharge from Outfall(s} serial 
number(s} 741, wastewater and storm runoff. Such discharges shall be limited 
and monitored by the permittee as specified below: 

Effluent Characteristic Dischar9e l fmltatfons 
kg/day( lbs/day) other Units (Specify} 

Flow-mlJDay(MGD} 
Total Organic Carbon 
Ofl and Grease 
Total Phenols* 
Total Purgeabl e 

Aromatics* 

Effluent Characteristic 

Fl ow-rol JDay( MGD} 
Total Organic Carbon 
Oil and Grease 
Total Phenols 

Dafly 

N/A 
N/A 
N/A 
N/A 

N/A 

Total Purgeable Aromatics* 

* EPA Method 602, _.or 624, 
"Of 

Avg Dafly Max Daily Avg 

N/A Report 
N/A N/A 
N/A N/A 
N/A 0.1 (mg/1} 

N/A 0.2 (mg/1} 

Monitoring Requirements 

Measurement 
' ' •Frequency 

f/~ -Gont1 RUOIIS 

I ,.!/Week 
( )!'/Week 
r ,$/Week 
I _;.!/Week 

Sample 
.Type 

Aeeotd 
Grab 
Grab 
Grab 
Grab 

Daily Max 

Report 
50 (mg/1} 
15 (mg/1} 
0.2 (mg/1} 

0.35 (mg/1) 
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The pH shall not be les·s than N/A standard units nor greater than N/A standard 
unfts and shall be monitored ~via grab sample. 

There· shall be no discharge of floating solids or visible foam in other than 
trace amounts. 

Samples taken in compliance wf th the monf tori ng requf rements specf ff ed above 
shall be taken at the foll owf ng location( s): 1741, wastewater and stonn runoff 
discharged to effluent discharge canal. 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

~t~ 
SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS -.,Outfall 800 

During the period beginning effective date and lasting through expiration date 
the permittee is authorized to discharge from Outfall! sl serial number( s) 811 -
rainfall runoff and cooling tower blowdown from Glycol II and intermediates and 
821 water softener system discharge. 

Such discharges, shall be limited and monitored by the permittee as specified 
below: 

Effluent Characteristic 

Flow-mlfOay(MGD)** 

Total Chromium* 
Total Zinc* 
Bioehemleti o;rgen 

Demand 
liatcl Nl.tal 

Effluent Characteristic 

Flow-Ml;Day(MGD) 

Total Chromium 
Total Zinc 

Discharge limitations 
kg/day(lbs/day) Other Units (mg/1) 

Daily Avg Daily Max Daily Avg Daily Max 

N/A N/A Report Report 

0.45(1.0) 0.91 (2.01 0.5 (mg/11 1.0 (mg/1) 
0. 91 (2.0) 1.8(4.0) 1.0 (mg/11 2.0 (mg/1) 

• ~~~e>fstl 3ZZ {71~ .... /A- . Ill/A-
-Repoo t 42 lmg,•H lOti !mgfl) 

6.45(1.9) 9.91 (2.6) N/A N/A 

Monitoring Requirements 
Measurement Sample 
Frequency Type 

Continuous Record 

BtoGhemfeal Oxygen Demand (~ 
f''[ tal !'1 '· 1 

1 

1/Weel< 
1 ;week 
1/Week 
1 /Week 

24-Hour Composite 
24-Hour Composite 
24-Hour Composite 
24 lieu,. Gompos I te 

* Ulatj'ti*Y it G¥&B,=seeLPai .. td.ll fel" eeA&eRf,?''es PSq"+'rrents 
** Flow only required for Outfall 821 ·~ ~ ~.X.:., 
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The pH shall not be less than N/A standard units nor greater than N/A standard 
units and shall be monitored /!week vfa grab sample. 

. I 
There shall be no discharge of floating solids or visible foam in other than 
trace amounts. 

Samples taken in compliance wfth the monitoring requirements specifie~above 
shall be taken at the following locatfon(s): 811, rainfall runoff, C0;11ing 
tower blowdown and other utility wastewater at old sample point 008. Outfall 
821, water softener stream to effluent canal adjacent to Outfall 811. 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

j"Mt~. 
SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS -~Outfall($) 911 
and 9)!1*. 

3 

During the period beginning effective date and lasting through e~piration date 
the penni ttee is authorized to discharge from Outfall( s) serial number( s) 911 , 

A»A process wastewater from the manufacture of high densit¥ polyet~leneJ q~J 
-~~ 'I.AA.M-*1, 
Such discharges shall be limited and monitored by the permittee as specified 
below: 

Effluent Characteristic Discharge Limitations 
kg/day( lbs/day) other Oni ts I speci fyl 

Daily Avg Daily Ha~ Daily Avg Daily Max 

Fl ow-nfl !Day( HGD) N/A N/A Report Report 

Biochemical O~ygen 
Demand (BOD5J 14(30) (57) N/A N/A 

""-Ghemf cal O~n-l)emand-(.COD-)--....;1-36(-300·)--2 59 (570·)--N-{ A----Nt A 
Total Suspended Solids (TSS) 39(85) 62(136) N/A N/A 

Effluent Characteristic Monitoring Requirements 
Measurement Sample 
Frequency Type 

~R=p-<..l l,;stim•+e Fl ow-nfl /Day ( HGD) 

Bi ochemni cal O~ygen Demand (BODs l 1; II :iCIP ~ 
Gil 1!111 fG al OKygen Bemand-('r.eftiOfl!t-)l--_.:::.---'11-1/Hon t 

24-Hour Composite 
24=Hour-eampos-~e----
24-Hour Composite Total Suspended Solids (TSS) 2;'11 1: ~~ 

3. 
* 9'1 - See stormwater requirements in Part III. 10. 

_,}.:* ~~ ~t., ~ ~ ~ ~ ,w_ J.V>~ or 
..<M +~ cHIT/•tk t'fl/ o..vJ.. q;3j ~.,.j ().., -~ ~ 
P~t !) ~~1€ M fuv1 ~ ~~ ~ ~ 
'tMcL ~ 1 o.-J.. 2) d ~ A4f JVt. t.uJ.. .;):; J.M J~ ~~ 
~~~~~ /«-~-~~~~ 
~ dt-t"tfu. ~ /JM~ ~A~. 
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The pH shall not be less than N/A standard units nor greater than N/A standard 
units and shall be monitored ~1-e-. N/,11 

There ·shall be no discharge of floating solids or visible foam in other than 
trace amounts. 

Samples taken fn compliance with the monitoring requirements specified above 
shall be taken at the following locatfon(s): 911 process wastewate'i at 'he exit 
of 5et+l1ng pond at the "old" 009 OYtf~ 

Gf~ ~ ~ CTBO .tk~ ~ ~tfJdNitl.q/JtJ..J 

Of ~1, ')f-~ rW-AAtf$ tv.MJ.. ~ Q,ILI.L ~ 



I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

• 
I 
I 

•• 

PART I 

Page 36 of 127 
Pennft No. LA0003301 

PART I 
REQUIREMENTS FOR NPDES PERMITS 

J)i~ 
SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS 
931 and 941. 

">10utfa11 ( sl 921, 

During the period beginning effective date and lasting through expiration date 
the permittee Is authorized to discharge from Outfall(s) serial number(s) 921, 
noncontact cooling watert ~1, essentially noncentact-coo'l-tng-witter-;-9U.,. 
noncontoct cooling~. 

Such discharges shall be lfmfted and monitored by the pennfttee as specified 
bel ow: 

Effluent Characteristic 

F1 ow-ni3 fOay( MGD l 

Net Tetal 6xygeu Be1nand 

Effluent Characteristic 

Fl ow-nf fOay( MGD) 

. Net Telial Qltygan o-.nd 

Discharge Limitations 
kg/day( lbs/dayl other Units 

Daily Avg Daily Max Daily Avg 

N/A N/A Report 

NtA N/A N/A 

Frequency 

-'~~ 
Type 

Estimate 

1 /DaY,~------GG'I'ab-

( specHy) 
Dally Max 

Report 

5 (mg/1) 
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The pH shall not be les's than N/A standard unfts nor greater than N/A standard 
unf ts and shall be monf to red 1/day vf a grab sample. 

There·shall be no discharge of floating solids or v1s1ble foam in other than 
trace amounts. 

Samples taken in compliance wf th the monitoring requ1 rements spec1 fied above 
shall be taken at the following location(s): 921. noncontact cooling prfor to 
entering effluent canal-:" 931. nnncontaGt coo11 ng lMte• • noncontaet condens-ate--

""iitd &'fflll pt lui to entertng effluent ean~ "ol ~" G09A-;-94.l.,-noncon.tac.t-cooH-ng 
...wa.te r pr 1 or-to-enteri·ng-effl-uen t-cana-1-at-"o 1-d"-0098-mon~-to r-i·ng-po-i-n-t .-

oJ--~ ~ boq ~ -~ f,..,;;..x-, 



I 
I 
I 
I 
I 
I 

•• 
I 
I 
I 
I 
I 
I 
I 

•• 
I 
I 
I 
I 

PART I 

Page 38 of 127 
Permit No. LA0003301 

PART I 
REQUIREMENTS FOR NPDES PERMITS 

.:{II ~t.' ""I 
SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS ~~Outfall lOll 

Du~ing the pe~iod beginning effective date and lasting th~ough expi~ation date 
the permittee fs authorized to discharg" fr001 Outfall( sl sl!rfal number( sl 1011, 
noncontact cooling wate~ and washdown, safet,y, etc. 

Such dfscha~es shall be lfmfted and monito~d by the permittee as specfffl!d 
bel ow: 

Effluent Characteristic Discha~ge Limitations 
kg/day( lbs/day) Other Units ( spl!cffy) 

Dally Avg Daily Max Oa11y Avg Da11y Max 

Fl ow-nfl /Day( MGD I N/A N/A Report Repo~t 

"'-Net Total Oxygen--De•mmflfamnd,r------fiNj.Jf'AA----fH.A.---NN;I·A.----5-(.mg/-1.)_ 

Effluent C haracterf st1 c Monfto~fng Requirements 
Measurement Sample 

Flow-nflfDay(MGD) 

Frequency Type 
v~ 

eo"tfnbous Estimate 

. Net Total Bxygen-D•.,emon;..ill"'ld.t---------11-fl)a-_yv-·-----cGif'rCtb-

,, 
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The pH shall not be less than N/A standard units nor greater than N/A standard 
units and shall be monitored.l/mnnth via gJ"ab-511!11jtle-. ,A)/A-

There shall be no discharge of floating solids or visible foam in other than 
trace amounts. 

Samples taken in compl lance with the monitoring requirements specified above 
shall be taken at the following location( s): 1011, noncontact cooling !OIIter, 
washdown, safety, etc .... and "el cl" are outf'a11 prior to-ertter·i-ng-ef.f.l-uen-t-vana+-.-
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

rntert\lll 
SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS -AOutfall 1021 
and 1031*. 

During the period beginning effective date and lasting through expiration date, 
the permittee is authorized to discharge from Outfall ( sl serial number( sl 1021, 
process wastewaters from the production of low density polyet~lene (Poly A). · 

Such discharges shall be limited and monitored by the permittee as specified 
bel ow: 

Effluent Characteristic 

Fl ow-rri3 /Day( MGD l 

Biochemical Oxrgen 
Demand (BODs 

Chemical Oxygen Demand (COD) 
Total Suspended Solids (TSS) 
011 and Grease 

Effluent Characteristic 

Fl ow-rri3 /Day( MGD) 

Biochemical Oxygen Demand (BODsl 
Chemical Oxygen Demand (COD) 
Total Suspended So1ids (TSSl 
Oil and Grease 

Discharge Limitations 
kg/day(lbs/day) Other Units (mg/ll 

Daily Avg Daily Max Da1ly Avg Daily Max 

N/A N/A Report Report 

94 (206) 183(403) N/A N/A 
935(2060) 1830(4030) N/A N/A 
258(569) 468(1030) N/A N/A 
68(150) 136(300) N/A N/A 

Monitoring Requirements 
Me a suremen t Sam p 1 e 
Frequency Type 

-t .r- 1<ecorol. 
Continuous 24 IIOYP Cgmpnsfte 

1 ;'-Month * * 
1/llon th 1'- "' 
1/MaRtfi fr" -* 
.1,tMo11th *" *' 

24-Hour Composite 
24-Hour Composite 
24-Hour Composite 
24 IIOUI" Somposfte ~ 

* 1031 - See stormwa ter requirements in Part I II. i Or 
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The pH shall not be less than N/A standard units nor greater than N/A standard 
unfts and shall be monitored 1/l!lllnt:ll wfa g1ab san1ple" )1-if. 

There ·shall be no discharge of floating solids or visible foam fn other than 
trace amounts. 

Samples taken in compl f ance w1 th the monf tori ng requirements spec! fi ed above 
shall be taken at the fo11ow1ng locatfon(s): lOjl, Poly A compressor 
condensates at "old" OlOA. 2 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

dK~ 
SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS -)\Outfall 1101 

During the period beginning the effective date and lasting through the 
expiration date, the permittee is authorized to discharge from Outfall(s) serial 
number( s) 1101, treated sanitary sewage. Such discharges shall be 11mi ted and 
monitored by the permittee as specified below: 

Effluent Characteristic Discharge Limitations 
kg/day( 1 bs/day) Other On Its (Specify) 

Daily Avg Dally Max Daily Avg Dally Max 

Flow-~/Day(HGD) N/A N/A Report Report 

Total Oxygen Demand N/A N/A 70 (mg/ll 120 (mg/1 l 
Total Suspended 

Solfds (TSS) N/A N/A 30 (mg/1 l 45 (mg/1) 

Effluent Characteristic Honitorln9 Reguirements 

Measurement Sample 
Frequency Type 

Flow-~ /Day( MGD) Continuous 

Total Oxygen Demand 1/Month Grab 
Total Suspended Solids (TSS) 1/Month Grab 
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The pH shall not be ·les's than 6.0 standard units nor greater than 9.0 standard 
units and shall be monitored 1/month via grab sample. 

There·shall be no discharge of floating solids or visible foam in other than 
trace amounts. 

samples taken in canpl i ance w! th the monitoring requirements specified above 
shall be taken at the following location(s): 1101, sanitary effluent near tank 
car cleaning equipment between blocks 41 a·nd 30. 



I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I· 
I 
I 
I 
I 
I 
I 
I 
I 

PART I 

Page 44 of 127 
Permit No. LA0003301 

PART I 
REQUIREMENTS FOR NPDES PERMITS 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS - Outfall 1211 

During the period beginning the effective date and lasting through the 
expiration date, the permittee is authorized to discharge fran Outfalllsl serial 
number( s) 1211, wastewaters from ran car and plant maintenance. Such 
discharges shall be limited and monitore ~the permittee as specified below: 

Effluent Characterfsti c 

Flow-~/Day(MGDl 

Total Organic Carbon 
Total Oxygen Demand 
011 and Grease 

Effluent Characteristic 

Total Organic Carbon 
Total Oxygen Demand 
011 and Grease 

* When f1 ow1 ng 

c.l~ahlil<j 

Discharge limitations 
kg/day( lbs/day) Other Oni ts 

Daily Avg 

N/A 

N/A 
N/A 
N/A 

Daily Max Daily Avg 

N/A Report 

N/A Report 
N/A Report 
N/A Report 

Monitoring Requirements 

Measurement 
Frequency 

Sample 
Type 

(Speci fyl 

Daily Max 

Report 

55 (mg/1) 
150 (mg/1) 
15 (mg/1) 

1/Day* Estimate 

1/Day* 
1/Day* 
1/Day* 

Grab 
Grab 
Grab 
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The pH shall not be less than 6.0 standard units nor greater than 9.0 standard 
units and shall be monitored 1/da,y vi a grab sample. 

There shall be no discharge of f1 oating solids or visible foam in other than 
trace amounts. 

Samples taken in compliance with the monitoring requirements specified above 
shall be taken at the foll ow1 ng 1 ocatfon( s): 1211, tank car cleaning, plant 
maintenance, and storm runoff from block 41 at "old" 012 sample location. 
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PART I 
REQUIREMENTS FOR NPOES PERMITS 

s~~t~ 
SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS -4outfall 1311 

During the period beginning the effective date and lasting through the 
expiration date. the permittee is authorized to discharge fran Dutfall(s) serial 
number(s) 1311. boiler blowdown from power plant and once-through cooling water. 
Such discharges shall be limited and monitored by the permittee as specified 
below: 

Effluent Characteristic 

Flow-m3{Day(MGD) 

Effluent Characteristic 

Flow-m3{Day(MGD) 

Discharge Limitations 
kg/day( lbs/day) Other Oni ts (SpecHyl 

Daily Avg 

N/A 

Daily Max 

N/A 

Daily Avg Daily Max 

N/A Report 

Monitoring Requirements 

Measurement 
Frequency 

1/Week 

Sample 
Type 

Estimate 
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The pH shall not be less than N/A standard units nor greater than N/A standard 
units and shall be monitored 1/.,.ek vh grab e5thna1:e7 .N/A-

There shall be no df scharge of f1 oatfng solids or vfsfble foam fn other than 
trace amounts. 

Samples taken f n compl fa nee wf th the monf torf ng requf rements specf ff ed above 
shall be taken at the following locatfon(s): 1311, power house area at~ 
side of Block 28. ~ 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

~~-~ 
SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS f\Outfall 1401 

fl.f. II 
During the period beginning the effective date and lasting through the 
expiration date, the permittee is authorized to discharge from Outfall(s) serial 
number(s) 1401, Clarifier A and B underflow. Such discharges shall be limited 
and monitored by the permittee as specified below: · 

Effluent Characteristic Dischar2e Limitations 
kg/day(lbs/day) Other Units (Specify) 

Daily Avg Daily Max Daily Avg Daily Max 

N/A N/A Report Report 

Report Report N/A N/A 

Report Report N/A N/A 

Flow-~{Day(MGO) 
Total Suspended 

Solids (TSS) 
Chemical Oxygen 

Demand (COO) 
Alkalinity 

Phenolphthalein 
Method 

Clarifying Agents 
Report Report N/A N/A 

Used (See Part 11 I) 

Effluent Characteristic 

Flow-m3{Day(MGO) 
Total Suspended Solids (TSS) 
Chemical Oxygen Demand (COD) 
Alkalinity Phenolphthalein Method 
Clarifying Agents Used 

Monitoring Requirements 

Measurement 
Frequency 

V-A 
1/Week 
1/Week 
1/Week 
N/A 

Sample 
Type 
~t, 
Grab 
Grab 
Grab 
N/A 
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The pH shall not be less than N/A standard units nor greater than N/A standard 
units and shall be monitored N/A. 

There ·shall be no discharge of f1 oatfng sol ids or visible foam fn other than 
trace amounts. 

Samples. taken in compliance with the monitoring requirements specified above 
shall be taken at the following locatfon(s): 1401, Clarfffer A..an• B wAde~flaw • 

.tM ~ f<g ; I'll/ ~ ~ A .....; f?>~ ?£. 

• 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

:r;t.+~ 
SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS -jDutfall 1511 

During the period beginning the effective date and lasting through the 
expiration date, the permittee is authorized to discharge from Outfall(s) serial 
number(s) 1511, noncontact once-through cooling .ater from chlorinated methanes 
plant. Such discharges shall be limited and monitored by the permittee as 
specified below: 

Effluent Characteri stf c Discharse Limitations 
kg/day(lbs/day) other Units (Specify) 

Daily Avg 

Flow-~JDay(MGD) N/A 

Total Purgeable 
Halocarbons* N/A 

Effluent Characteristic 

Flow-mltDay(MGD) 

Total Purgeable Halocarbons 

Daily Max Daily Avg Daily Max 

N/A Report Report 

3.2(7) N/A 0.04 (mg/1) 

Monitoring Requirements 

Measurement 
Frequency 

Continuous 

1/Day 

Sample 
Type 

Estimate 

Grab 
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The pH shall not be less than N/A standard units nor greater than N/A standard units and shall be monitored 1/day via grab sample. 

There·shall be no discharge of floating solids or visible foam fn other than trace amounts. 

samples taken fn compliance with the gonftoring requirements specified above shall be taken at the following location(s): 1511, noncontact once-through co111ng water from chlorinated methanes. 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

:f.u.~ 
SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS -40utfall 1521 

During the period beginning the effective date and lasting through the 
expiration date, the permittee is authorized to discharge from Outfall(s) 
number(s} 1521, incinerator scrubber water, treated stonnwater and excess 
stormwater from the manufacture of chlorinated methanes. Such discharges 
be limited and monitored by the permittee as specified below: 

Effluent Characteristic Discharge Limitations 
kg/day(lbs/dayl Other Units (Specify) 

Daily Avg 

Flow-ml{Day(MGD) N/A 

Total Organic Carbon N/A 
Total Purgeable 

Hal ocarbons* 1.1(2.5) 

Effluent Characteristic 

Flow-ml{Day(MGD) 

Total Organic Carbon 
Total Purgeable Halocarbons 

* EPA Method 601 or 624 

Daily Max Daily Avg Dafly Max 

N/A Report Report 

N/A 100 (mg/1) 138 (mg/1} 

2. 3 (5) N/A N/A 

Monitoring Requirements 

Measurl!ll1ent 
Frequency 

Continuous 

1/Day 
1/Day 

Saraple 
Type 

Record 

24-Hour Composite 
24-Hour Composite 

serial 

shall 
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The pH shall not be less than N/A standard units nor greater than N/A standard 
units and shall be monitored 1/d~ via 24-hour composite. 

There-shall be no discharge of floating solids or visible foam in other than 
trace amounts. 

Samples taken in compl fa nee wl th the monitoring requirements specf ff ed above 
shall be taken at the following location(s): 1521, incinerator scrubber water 
and treated storm runoff at "old" 015A. 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

,r.,...+~ 
SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS -~Outfall 1531 and 

During the period beginning the effective date and lasting through the 
expiration date, the pennittee fs authorized to d1scherge from Outfall( s) serial 
number( s) sum of 1531 and 1541, contact process wastewater and treated sulfuric 
acid. Such discharges shall be lfmi ted and monitored by the pennittee as 
specified bel ow: 

Effluent Characteristic Discharge Limitations 
kg/day(lbs/day) other Units (Specify) 

Deily Avg 

Fl ow-m3 fOay(MGO) N/A. 

Total Purgeable 
Halocarbons* D.45(1) 

Effluent Characteristic 

Flow-m3f0ay(MGD) 

Total Purgeable Halocarbon 

* EPA Method 601 or 625 

Daily Max Daily A.vg Daily Max 

N/A Report Report 

D. 9 (2) N/A N/A 

Monitoring Requirements 

Measurement 
Frequency 

Continuous 

1/Day 

Sample 
Type 

Record 

24-Hour Composite 
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lhe pH shall not be les's than N/A standard units nor greater than N/A standard 
units and shall be monitored 1/day via 24-hour composite. 

There'shall be no discharge of floating solids or visible foam in other than 
trace amounts. 

Samples taken in complfance with the monitoring requirements specified above 
shall be taken at the following location(s): 1531; contact process wastewater, 
1541; sulfuric acid drain water both on ..est side of Block 47. 
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PARi l 
REQUIREMENTS FOR NPDES PERMITS 

.J'M~ 
SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS -AOutfall 1551 

During the period beginning the effective date and lasting through the 
expiration date, the permittee is authorized to discharge from Outfall(s) serial 
number(s) 1551, storm runoff from Methyl Chloride storage area. Such discharges 
shall be limited and monitored by the permittee as specified below: 

Effluent Characteristic 

Flow-m3{0ay(MGD) 

Total Organic Carbon 
0 i1 and Grease 

Effluent Character! st1c 

Flow-m3toay(MGD) 

Total Organfc Carbon 
011 and Grease 

* When fl owi ng 

Dischar9e Limitations 
kg/day(lbs/day) Other Units 

Da11 y Avg 

N/A 

N/A 
N/A 

Daily Max Da11 y Avg 

N/A Report 

N/A N/A 
N/A N/A 

Monitoring Requirements 

Measurement 
Frequency 

Sample 
Type 

(Specify) 

Daily Max 

Report 

55 (mg/l) 
15 (mg/1) 

I {Day* 

1/Day* 
1/Day* 

Estimate 

Grab 
Grab 
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The pH shall not be less than N/A standard unfts nor greater than N/A standard 
units and shall be monitored 1/day* via grab sample. 

There- shall be no discharge of f1 oatfng solids or visible foam in other than 
trace amounts. 

Samples taken in compl fance wf th the monitoring requirements specified above 
shall be taken at the following locatfon(s): 1551, storm runoff from Methyl 
Chloride storage area at northwest portion of Block 47. 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

J ... +~ 
SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS -40utfall 1601 

Effluent Characteristic 

Fl ow-nfl fOay( MGD) 

Effluent Characteristic 

Flow-nflfOay(MGD) 

Discharge Limftatfons 
kg/day( lbs/day) Other Units (Specify) 

Daily Avg 

N/A 

Daily Max Dafl y Avg Daily Max 

N/A Report Report 

Monitoring Requirements 

Measurement 
Frequency 

1 /Day -'1-./C 

Sample 
Type 

Estimate -J.* 

* Only inorganic streams with excess acid/base. See Part III. 

serf al 
be 



I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

PART 1 

Page 59 of 127 
Permit No. LA0003301 

The pH shall not be less than N/A standard units nor greater than N/A standard 
units and shall be monitored N/A. 

There shall be no discharge of fioating solids or visible foam In other than 
trace amounts. 

Samples taken in compliance wfth the monitoring requirements specified above 
shall be taken at the following location(s): 1601 ~ow l~strial Servic~just 
north of Block 39. . .• ~ 

~~~ 
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PART I 
REQUIREMENTS FOR NPOES PERMITS 

"(AJ.~ 
SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS -AOutfall 1711 

During the period beginning the effective date and lasting through the 
expiration date, the permittee is authorized to discharge from Dutfall(s) serial 
number(s) 1711, cooling tower blowdown, incinerator scrubber water and 
contaminated storm runoff from Vinyl I1 plant. Such discharges shall be limited 
and monitored by the permittee as specified below: 

Effluent Characteristic Discharge Limitations 
kg/day(lbs/day) Other Units (Specify) 

Daily Avg 

Flow-mltDay(MGD) N/A 

Total Oxygen Demand N/A 
Total Residual Chlorine 4 .1(9) 
Total Purgeable 

Halocarbons* 5.4(12) 

Effluent Characteristic 

Fl ow-ml /Day( MGD) 

Total Oxygen Demand 
Total Residual Chl orfne 
Total Purgeable Halocarbons 

* EPA Method 601 

Daily Max Daily Avg Daily Max 

N/A Report Report 

N/A Report Report 
8.2(18) N/A N/A 

10. 9{24) N/A N/A 

Monitorin~ Reguirements 

Measurement Sample 
Frequency Type 

Continuous Record 

1/Day 24-Hour Composite 
1/Day Grab 
1/Day 24-Hour Composite 
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The pH shall not be less than N/A standard units nor greater than N/A standard 
un'its and shall be monitored 1/day via grab sample. 

There ·Shall be no dfscharge of f1 oating solids or visible fOam in other than 
trace amounts. 

samples taken fn compliance with the monitoring requirements specified above 
shall be taken at the following location(s): 1711, ClllD, Incinerator scrubber 
water and treated stonn runoff from ecology area of Vinyl I I. Monitoring 
station fs on the east side of Block 66 at "old" sampling point 017. 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

".(,;,+~ 
SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS -AOutfall 1721 

During the period beginning the effective date and lasting through the expiration date, the permittee is authorized to discharge from Outfa11{s) serial number{ s) 1721, process area uncontaminated storm runoff after ff rst f1 ush collected. Such discharges shall be limited and monitored by the permittee as specified below: 

Effluent Characteristic Discharge Limitations 
kg/day(lbs/day) Other Units (Specify) 

Daily 

F1ow-mlf0ay(HGD) N/A 

Total Organic Carbon N/A 
-..:rotaJ ..R&!>'klual GhlllPiAe N/A 
Total Purgeable 

Halocarbons N/A 

Effluent C ha racter1st1 c 

Flow-mlfOay(HGD) 

Total Organic Carbon 
• Tetal Residual Ch+ortne

Total Purgeable Halocarbons 

When f1 owl ng 

Avg Daily Max Dally Avg 

N/A N/A 

N/A N/A 
N/A N1 

N/A N/A 

Honitorin~ Regulrements 

Measurement 
Frequency 

Sample 
Type 

Daily Max 

N/A 

50 (mg/1) 
1-l-mg/-1.1-

1 (mg/1 l 

1/llay* 

1/llay* 
1/llay'" 
1/Week* 

Estimate 

Grab** 
61 ab•• 
Grab** 

** Combine 1721 and 1731 proportional to estimate flow 
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The pH shall not be less than N/A standard units nor greater than N/A standard units and shall be monitored l/day* ofa grab sample. #/A-
There shall be no discharge of floating solids or visible foam in other than trace amounts . 

Samples taken in compliance with the monitoring requirements specified above shall be taken at the following location(s): 1721; uncontaminated stonn runoff after "first flush" collected in the Vinyl II operation area. 1731; stonn~~~ater drainage from storage. 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS - Outfall 1731 

During the period beginning the effective date and lasting through the expiration date, the pennittee Is authorized to discharge from Outfall(s) serial number(s) 1731, uncontaminated storm runoff from Vinyl chloride storage area. Such discharges shall be limited and monitored by the permittee as specified below: 

Effluent Characteristic 

Flow-ml{Oay(MGD) 

Total Organic Carbon 
Oil and Grease 

Effluent Characteristic 

Flow-m3{0ay{MGD) 

Total Organic Carbon 
Oil and Grease 

* When fl owf ng 

Discharge Limitations 
kg/day(lbs/day) other Units 

Daily Avg 

N/A 

N/A 
N/A 

Oafly Max Daily Avg 

N/A N/A 

N/A N/A 
N/A N/A 

Monitoring Requirements 

Mea sur em en t 
Frequency 

Sample 
Type 

(Specify) 

Dafly Max 

N/A 

50 (mg/1 l 
15 (mg/ll 

1/Day* 

1/Day* 
1/Day* 

Estimate 

Grab 
Grab 
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The pH shall not be less than N/A standard units nor greater than N/A standard 
units and shall be monitored 1/day* via grab sample. 

There shall be no discharge of floating solids or visible foam in other than 
trace amounts. 

Samples taken in canpl iance with the monitoring requfrBllents specified above 
shall be taken at the following location(s): 1731, stonnwater drainage fran 
Vinyl choride storage. 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS - Outfall 1741 

During the period beginning the effective date and lasting through the expiration date, the permittee is authorized to discharge from Outfall(s) serial number(s) 1741, steam stripped process water to central treatment system. Such discharges shall be limited and monitored by the permittee as spec! ffed below: 

Effluent Character! stf c Dischar9e Limitations 
kg/day(lbs/day) Other Units (Specify) 

Dafl y Avg 

Fl ow-mltDay( MGD) N/A 

Total Purgeable 
Halocarbons o. 45(1) 

Effluent C haracteri stf c 

Flow-m3f0ay(MGD) 

Total Purgeable Halocarbons 

Dafl y Max Daily Avg Dafl y Max 

N/A N/A N/A 

0. 9 (2) N/A N/A 

Monitoring Requirements 

Measurement 
Frequency 

1/Day 

1/Day 

Sample 
Type 

Estimate 

24-Hour Composite 
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The pH shall not be less than N/A standard units nor greater than N/A standard 
units and shall be monitored 1/day* via grab sample. 

There shall be no discharge of floating solids or visible foam in other than 
trace amounts. 

samples taken in compliance wfth the monitoring requirements specified above 
shall be taken at the following 1ocation(s): 1741, process wastewater from 
steam stripper (BlMS) to central treatment plant. 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS - Outfall 1811 

During the 
expiration 
number( sl 
di schacge 

period beginning the effective date and lasting through the 
ate, the permittee is authorized to discharge from Outfall(s) serial 
~ • con tam ttl a ted StOnnwater trom oowanel s af'ea.). Such shall be limited and monitored by the permittee as specifie~ below: 

Effluent Characteristic Discharge Limitations 
kg/day(lbs/day) Other Units (Specffy) 

Daily Avg 

Flow-ntl/Day(MGD~ N/A 

Total ~~aPben N/A 
Oil and Grease 

Effluent Characteristic 

Flow-m3;Day(MGDl 

Total Organic Carbon 
Oil and Grease 

* When f1 owf ng 

N/A 

Daily Max Daily Avg Daily Max 

N/A Report Report 
:zoo 

N/A N/A -5!>- (mg/1 l 
N/A N/A 15 (mg/1 l 

Monitoring Requirements 

Measurement 
Frequency 

1/Day* 

1/Day* 
1/Day* 

Sample 
Type 

Estimate 

Grab 
Grab 
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The pH shall not be les's than N/A standord units nor greater than N/A standard 
units and shall be monitored 1/day* via grab sample. 

There·shall be no discharge of floating solfds or visible foam In other than 
trace amounts. 

Samples taken in compliance with the monitoring requirements specified above 
shall be taken at the following locatfon(s): 18Ht 11nc:outaminated slieiiii ruuoff 
RJnck 51, 11 0ldH 018 sttn1p:- 1821; uneontamlnated StOriri runOff, at SI:UIJh 

0M.o- T, 

~ rr/ 
tf.A.tA_ W:. 1 ~l T<Vl.M'\ 

4~t.LM> ~~ ~ tt...v, Yt- ·~ • 
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PART I 
REQUIREMENTS FOR NPOES PERMITS 

'5""Jr./ 
SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS ,AOutfall 1901 

' During the period beginning the effective date and lasting through the expiration date, the permittee is authorized to discharge from Outfall(s) serial number(s) 1901, boiler blowdown and cooling tower blowdown from Power II. Such discharges shall be limited and monitored by the pennittee as specified below: 

Effluent Characteristic 

~ 
Flow-ml!Day(MGD) 

Effluent Characteristic 

Fl ow-ml /Day( HGO J 

* At CTBO 

Discharge limitations 
kg/day( lbs/day) Other Units (Specify) 

Oafly Avg 

N/A 

Dally Max 

N/A 

Daily Avg Dan y Max 

Report Report 

Monitoring Requirements 

Measurement 
Frequency 

Sample 
Type 
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The pH shall not be less than N/A standard units nor greater than N/A standard 
units and shal 1 be mon1 to red 1 /week vf a grab sample. 

There shall be no discharge of floating so11ds or visible foam in other than 
trace amounts. < 

Samples taken 1n compliance with the monitoring requirements specified above 
shall be taken at the following location(sl: -190l.., I"~A+WIII.ool otJX.[..d. IC,OI 

a>f-~ 1:-~ ~ . 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS -Outfall 2001 

During the period beginning the effective date and lasting through the 
ex pi ration date, the penn it tee is authorized to discharge from Outfall ( sl serfal 
number(sJ 2001, central treatment plant. 

Such discharges shall be limited and monitored by the permittee as specified 
below: 

Effluent Characteristic DiScharge Limitations 
kg/day( lbs/day) Other Units (Specify) 

Daily Avg Daily Max Daily Avg Dafl y Max 

Flow-nil /Day( MGO) 
Biochemical Oxygen 

Demand (80Dsl 
Chem1eal g11ygen 

Demand (egg) 
Total Oxygen Demand 
Total Suspended 

Solids (TSS) 

N/A N/A Report 
,..-- IJ/A 
<..~ (mg/1) 

Report 
,.-1(1/A-//I'/'/ ~;;<li) e;;'lt.{I/.S") 

~ Re t roeport ... 106 (mg/11 

Report- Repor:t; -Hflr -!fflr 
12000(26500) 1626Q_!35850) N/A N/A 

Total Purgeable 
Halocarbons* 

Total Purgeable 
~ Aromatics** 

\[kf&~ak, 
Effluent Characteristic 

Report 

Report 

Report 
N/A 

~ 

Flow-nil!Day(MGD) 
Biochemical Oxygen Demand (BODs) 

< tllemh:al Bxygeu llelladnd (COD) 
Total Oxygen Demand 
Total Suspended Solids (TSS') 
Total Purgeable Halocarbons 
Total Purgeable Aromatics 
Bfomonftoring 

* EPA Method 601, see Part III 
** EPA Method 602, see Part III 

(}p.-av:~ 
lAM (~-eJJ.M~)Jh.,.. 

Report 84 (mg/1 llt"A 246 (mg/HAIM 

"·~ Repo-=t.(t5') Report ~ ( ~g/ll lfJ/.4 
:?fig . (ttglll ()/A
N/A 

'-•j Repe.,t(15) Report 

.C.VA 
N/A N/A 
~ AJ/A 
~ ,{.)/A-

MOnitoring Requirements 
AJ/4-

Measurement 
Frequency 

Conti "'t:~te. 
1 ff)ay-
1/Weeli-
1/Day 
1/Day 
Z/Month 
2/Month 
lJQuarter 

sample 
Type 

Record 
24-Hour Composite 
24 lloua eaaapost t;e 
24-Hour Composite 
24-Hour Composite 
24-Hour Composite 
24-Hour Composite 
(See Part IIIJ 
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The pH shall not be less than 6.0 standard units nor greater than 9.0 standard 
units and shall be monitored continuously and recorded. 

There·shall be no discharge of floating solids or visible foam in other than 
trace amounts. 

Samples taken f n comp11 a nee wf th the monftorf ng requirements specf f1 ed above 
shall be taken at the following location(s): ZOOl, eentral MiSte tteatlftent 
plant effluent. T .L., ~ 14- Mit-!.. 1J.t. ... ---'-+- _ ..e.v,.~ "')~ ~ 
J 

u . Q --~~ '*"~ ~ J..o-....;.... 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS -Outfall 2201 

During the period beginning the effective date and lasting through the 
expiration date, the permittee is authorized to discharge from Outfall(s) serial number(s) 2201, combined by-product alkalinity. Such discharges shall be 
limited and monitored by the permittee as specified below: 

Effluent Characteristic Discharse Limitations 
kg/day(lbs/day) Other Units (Specify) 

Flow-~fOay(MGD) 
Biochemical Oxygen 

Demand (BOD5l 
Total Suspended 

Solids CTSS) 
Total Oxygen 

Demand (TOO) 
Ofl and Grease 
Phenol* 
Benzene** 
Toluene** 
Ethyl benzene** 
Naphthalene** 
Total Polynuclear 

Aromatics** 

Effluent Characteristic 

Flow-~/Day(MGD) 

Daily Avg 

N/A 

N/A 

Report 

Report 
N/A 
0.4(1) 
2.4(5.4) 
2.4(5.4) 
1.2(2.7) 
1.2(2.7) 

2.7(5.9) 

Biochemical Oxygen Demand (BODs) 
Total Suspended Solids (TSS) 
Total Oxygen Demand (TOO) 
Oil and Grease 
Phenol · 
Benzene 
Toluene 
Ethyl benzene 
Naphthalene 
Total Polynuclear Aromatics 

* EPA Method 605 
** EPA Method 602, 610 or 624. 

Daily Max Daily Avg Daily Max 

N/A Report Report 

N/A 42 (mg/ll 106 (mg/1) 

Report N/A N/A 

Report N/A N/A 
N/A 10 (mg/1) 15 (mg/1) 
.9(2) N/A N/A 
4.9(10.8) N/A N/A 
4.9(10.8) N/A N/A 
2.4(5.4) N/A N/A 
2.4(5.4) N/A N/A 

5.3(11.8) N/A N/A 

Monitorins Reguirements 

Measurement 
Frequency 

l/Oay 
1/Wee·k 
1/Week 
1/Week 
1/Week 
1/Week 
1/Week 
1/Week 
1/Week 
1/Week 
1/Month 

Sample 
Type 

Estimate 
24-Hour Composite 
24-Hour Composite 
24-Hour Composite 
Grab 
24-Hour Composite 
24-Hour Composite 
24-Hour Composite 
24-Hour Composite 
24-Hour Composite 
24-Hour Composite 
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The pH shall not be less than N/A standard units nor greater than N/A standard units and shall be monitored N/A. 

There shall be no discharge of floating solids or visible foam fn other than 
trace amounts. 

Samples taken in compliance with the monitoring requirements specfffed above 
shall be taken at the fo 11 owing 1 ocatl on( s): 2201, comb! ned by-product alkalinity prior to discharge below OUtfalls 511, etc. 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS - Outfall 2211 

During the period beginning the effective date and lasting through the 
expiration date, the pennittee fs authorized to discharge from Outfall( sl serial 
number(s) 2211, process Nastewater (by-product alkalinity) from the manufacture 
of oli fins and aromatics (Light Hydrocarbons I II). Such discharges shall be 
limited and monitored by the pennittee as .specified below: 

Effluent C haracterf sti c Discharge Limitations 
kg/day(lbs/day) Other Units (Specify) 

Daily Avg 

Flow-~{Day(MGD) N/A 
Total Oxygen Demand N/A 
Total susfinded 

Solids TSS) Report 
Total GoppeP -MiA 
In+a~ bead- <-N/.A 
.J:ota1 N1 eke'! -N/.A 
Benzene- N/A 
Toluene** N/A 
Ethyl Benzene** N/A 
Naphthalene- N/A 
Oil and Grease N/A 
Total Phenols** N/A 

Effluent Characteristic 

Flow-~ {Day( HGO) 
Total Oxygen Demand 
Total Suspended Solids (TSS) 
lotal Coppe.,__ 
T.o.tilLl.ead--;--> 
,T.otal Ni tkel 
Benzene 
Toluene 
Ethyl Benzene 
Naphthalene 
011 and Grease 
Total Phenols 

** EPA Method 602, 604, 610 or 624 

Daily Hax Daily Avg Daily Hax 

N/A Report Report 
N/A 200 (mg/1 l 400 (mg/1) 

Report 55 (mg/1) 110 (mg/1 l 
Nf.A ;-3-(mgn>--o-:-6-(mgtl l 
N1A O':"l5-(mg71"l-0-:-3-(mg1 1") 
N1A 0,-3-(mg/-1-}-0..-6-( mg/-1-l-
N/A 0.4 (mg/1) 0.65 (mg/1) 
N/A 0.6 (mg/ll 1.1 {mg/1) 
N/A 0.75 (mg/1) 1.4 (mg/1) 
N/A 0.5 (mg/1) 1.0 (mg/1) 
N/A 10 (mg/1) 15 (mg/1) 
N/A 0.5 (mg/1) 1.0 (mg/1) 

Monitorfn~ Reguirements 

Measurement 
Frequency 

Sample 
Type 

Continuous Record 
3 /Week 24-Hour Composite 
3/Week 24-Hour Composite 

-J.+Week 2!1_,_Hour-Composi te 
).-/lleek 24-Hour--Composi·te· 
:...:.J.l-ff.IW.Ie!Me~k>------24-Hour-6cmpos1'tl!" 

1/Week 24-Hour Composite 
1/Week 24-Hour Composite 
1/Week 24-Hour Compo sf te 
1/Week 24-Hour Composite 
3/Week Grab 
1/Week 24-Hour Compo sf te 

' I 
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The pH shall not be less than N/A standard units nor greater than N/A standard 
units and shall be monitored 3/week vfa grab sample. 

There-shall be no discharge of floating solfds or visible foam in other than 
trace amounts. 

Samples taken in compliance with the monitoring requirements specified above 
shall be taken at the following location(s): 2211, process wastewater 
(by-product alkalinity). 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS -Outfall 2221 

During the period beginning the effective date and lasting through the 
expiration date, the pennittee is authorized to discharge fran Outfal 1( s) serial 
number( s) 2221, treated stonnwater and coolf ng tower bl owdown. Such discharges 
shall be limited and monitored by the permittee as specfffed below: 

Effluent Characterfstfc Discharge Limitations 
kg/day(lbs/day) Other Units (Specify) 

Daily Avg 

Flow-of /Day( MGD) N/A 
Total Oxygen Demand N/A 
Ofl and Grease N/A 
Phenol* N/A 
Total Purgeabl e 

Aromatic* N I A 
Naphthalene* N/A 

Effluent Characteristic 

Flow-of /Day( MGD) 
Total Oxygen Demand 
Oil and Grease 
Phenol 
Total Purgeable Aromatic* 
Nophthalene 

Dafly Max Dafl y Avg Dafl y Max 

N/A Report Report 
N/A .;100 ~ (mg/1) lfl/0 a-6& (mg/1) 

10 (mg/ll 15 (mg/ll N/A 
N/A ¥0.1 (mg/H 9.2 (mg/11 

N/A 0.2 (mg/1) 0. 35 (mg/1) 
N/A 0.05 (mg/ 1 ) 0.1 (mg/1) 

Monitoring Requirements 

Measurement 
Frequency 

Continuous 
f %/Week *"' 
1 )'/Week 1-~ 
1 ,3' /Week 1<-1' 
, ~/Week ,..,. 
t ,.1/Week ~'-" 

Sample 
Type 

Record 
24-Hour Composite 
Grab 
24-Hour Composite 
24-Hour Composite 
24-Hour Composite 

~ 
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The pH shall not be less than N/A standard units nor greater than N/A standard 
units and shall be monitored 3 /week vi a grab sample. 

There shall be no discharge of floating solids or visible foam fn other than 
trace amounts. 

Samples taken in comp11ance with the monitoring requirements specified above 
shall be taken at the following location!sl: 2221, treated stonnwater from the 
first flush rainwater impoundment and cooling tower blowdown at "old" 0226. 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS -Outfall 2231 

During the period beginning the effective date and lasting through the 
expiration date, the permittee fs authorized to discharge from Outfall( s) serial 
numberCsl 2231, excess storm~ter that exceeds Impoundment capaci~. Such 
discharges shall be limited and monitored by the permittee as specified below: 

Effluent Characteristic 

Fl ow-nrl /Day( MGD) 

Total Oxygen Demand 
0 i1 and Grease 
Benzene 

Effluent Characteristic 

Fl ow-nrl /Day( MGD) 

Total Oxygen Demand 
Oil and Grease 
Benzene 

* When f1 owing 

Discharge lImitations 
kg/day( lbs/day) other Units (Specify) 

Dally Avg 

N/A 

N/A 
N/A 
N/A 

Daily Max Daily Avg Dafly Max 

N/A Report Report 

N/A 1B4 (mg/1) 36B (mg/1) 
N/A 10 (mg/1) 15 Cmg/1) 
N/A 0. 075 (mg/1) 0.125 (mg/1) 

Monitorfn9 Regufrements 

Measurement 
Frequency 

1 /Day* 

1/Day* 
1/Day* 
1/Day* 

Sample 
Type 

Estimate 

Grab 
Grab 
Grab 
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The pH shall not be less than N/A standard units nor greater than N/A standard 
units and shall be monitored 1/day via grab sample. 

There ·shall be no discharge of floating solids or visible foam In other than 
trace amounts. 

Samples taken in compliance with the monitoring requirements specified above 
shall be taken at the following 1 ocati on( sl: 2231, excess stomwater which 
cannot be collected In first f1 ush stonnwater Impoundment at "old" 2208. 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

,:fA,J~ 
SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS -AOutfall 2401 

During the perfod begfnnfng the effective date and lasting through the 
expfratfon date, the permittee is authorized to discharge from Outfall(s) serial 
number(s) 2401, Research Pflot Plant's Discharge of Process, cooling water and 
storm runoff. Such discharges shall be limited and monitored by the permittee 
as specified below: 

Effluent Characteristic D I sc;harge Lfmf tat Ions 
kg/day(lbs/day) Other Units (Specify) 

Flow-mlfOay(MGD) 
7.,J:;,.I 

BiG~hemi~Rg;\gen Demand 
Total Suspended 

Solids (TSS) 
Chloroform* 

Effluent Characteristic 

fl ow-ml fOay ( MGD) 

Daily Avg 

N/A 

Report 

Report 
N/A 

'J,::t;.} 
~ioehemieal Oxygen Demand iB9B5l 
Total Suspended Solids (TSS) 
Chloroform 

'* EPA Method 601 or 62'f 

+-* w-4vt ,(J.Mv.~' . 

Daily Max Dally Avg Daily Max 

N/A Report Report 

Report N/A -oil#- JDO(M?I-€.) 

Report N/A N/A 
N/A N/A 0.05 (mg/1) 

Monitoring Requirements 

Measurement 
Frequency 

c....X~ **" l!Week 

1/Week 
1 /Week 
1/Week 

Sample 
T~~ 
i&'t1Rlate 

Grab 
Grab 
Grab 
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The pH shall not be less than N/A standard units nor greater than N/A standard 
units and shall be monf to red 1 /week on canbi ned f1 ow vi a grab sample. 

There·shall be no discharge of floating solids or visible foam in other than 
trace amounts. 

Samples taken f n canpl fance wf th the monitoring requf renents specified above 
shall be taken at the following location{s): 2401, northeast corner of Block 25. 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIR NTS -Outfall 2501 

During the period beginning the effective date a lasting through the 
expiration date, the pennittee is authorized to fscharge fran Outfa1l(s) serial 
number(s) 2501. Such discharges shall be 11m ed and monitored by the pennittee 
as specified below: 

Effluent Characteristic fscharge Limitations 
kg/day(lb /day) other Units (Specify) 

Flow-mltDay{MGD) 

Total Suspended 
Solids (TSSl 

Total Mercury 

Effluent Character stfc 

Fl ow-ml /Day, MGO) 

Daily Av 

N/A 

A 
/A 

Total Solids (TSS) 
Total 

Daily Max 

N/A 

N/A 
N/A 

Daily Avg Daily Max 

Report 

Report 
0.05 

Report 

Report 
0.11 

Monitoring Requirements 

Measurement 
Frequency 

3/Week 

3/Week 
3/Week 

Sample 
Type 

Instantaneous 

24-Hour Composite 
24-Hour Conrpo site 
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The pH shall not be less than N/A standard units nor greater than N/A standard 
unfts and shall be monitored 3/week via grab sample. 

There shall be no discharge of floating solids or v1s1ble foam 1n other than 
trace amounts. 

Samples taken fn compliance w1 th the monitoring requ1 rements specf fied above 
shall be taken at the following locatfon(sl: 2501, northeast corner of Block 43. 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENT - Outfall 2601 

During the period beginning the effective date and lasting thro e 
expiration date, the permittee is authorized to discharge fr001 Outfall( sl serial 
number(s) 2601, Ethylene carbonate plant II. Such discharges shall be limited 
and monitored by the permittee as specified below: 

Effluent Characteristic Dischar9e Limitations 
kg/day( lbs/dayl Other Units (Specify) 

F1ow-m3tDay(MGD) 

Biochemical Oxygen 
Demand (BODsl 

Total susfended 
Solids TSS) 

Daily 

N/A 

Report 

Report 

Avg Daily 

N/A 

Report 

Report 

Max Dafly Avg Daily Max 

Report Report 

4D (mg/1) 100 (mg/1) 

47 (mg/1) 137 (mg/1) 

Effluent Characteristic Monitoring Requirements 

Flow-m3toay(MGD)** 

Biochemical Oxygen Demand IBOD5 l•• 

Total Suspended Solids (TSS)** 

* ·When f1 owi ng 

Measurement 
Frequency 

3/Week* 

3/Week* 

3/Week* 

** Monitor only 1/month when plant is down 

Sample 
Type 

Estimate 

24-Hour Composite 

24-Hour Composite 



I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

The pH shall not be les's than N/A s 
units and shall be monitored 3/week 

There shall be no discharge 
trace amounts. 
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its nor greater than N/A standard 
i ned flow vfa grab sample. 

solids or visible foam in other than 

Samples taken in compliance h the monito 1ng requirements specified above 
shall be taken at the foll ng locatfon(s): 601, southwest corner of Block 35 
to return waste canal. 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS - Outfall 2711 

During the period beginning the effective date and lasting through the 
expiration date, the permittee is authorized to discharge from Outfall(s) serial 
number(s) 2711, once-through cooling .ater and non-contact condensate from Coal 
Gasification Proto Plant. SUch discharges shall be limited and monitored by 
the permittee as specified below: 

Effluent Characteristic Dischar~e Limitations 
kg/day(lbs/day) Other Units (Specify) 

Daily Avg 

Flow-m3;oay(MGD) N/A 

Net Total Oxygen 
Demand .(TOO) N/A 

Effluent Characteristic 

Flow-m3;oay(MGD) 

Net Total Oxygen Demant (TOO) 

Daily Max Dafl y Avg Daily Max 

N/A Report Report 

N/A N/A 15.0 (mg/1) 

Monitoring Requirements 

Measurement 
Frequency 

1/Day 

1/Day 

Sample 
Type 

Estimate 

Grab 



I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

PART I 

Page 89 of 127 
Permit No. LA0003301 

The pH shall not be less than N/A standard units nor greater than N/A standard 
units and shall be monitored N/A. 

There.shall be no discharge of floating solfds or visible foam in other than 
trace amounts. 

Samples taken in compliance with the monitoring requirements specified above 
shall be taken at the following location(s): 2711 once-through cooling water on 
east sfde of Block 28 shared with Power 1. 



I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

PART I 

Page 90 of 127 
Pennit No. LA0003301 

PART I 
REQUIREMENTS FOR NPDES PERMITS 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS -Outfall 2721 

During the period beginning the effective date and lasting through the 
expiration date, the pennittee is authorized to di scherge from Outfall( sl serial 
number(sl 2721, process and stormwater from Coal Gasification Proto Plant. 
Such discharges shall be limited and monitored by the pennittee as specified 
below: 

Effluent C haracteri sti c Dischar~ Limitations 
kg/day( lbs/day) Other Oni ts (Specify) 

Daily Avg 

Fl ow-.,3 /Oay( MGD l N/A 
Total Purgeab 1 e 

Hal ocarbons 1.8(4) 
Total Purgeab 1 e 

Aromatics 1. 4 (3) 
Total Polynuclear 

Aromatics 1. 4 (3) 
Naphthalene 0.5(1.2) 

Effluent Characteristic 

Flow-ml/Oay(MGD) 
Total Purgeable Halocarbons 
Total Purgeable Aromatics 
Total Polynuclear Aromatics 
Naphthalene 

Daily Max Daily Avg Daily Max 

N/A Report Report 

3. 6 (8) N/A N/A 

2. 7 (6) N/A N/A 

2. 7 (6) N/A N/A 
1.1(2.4) N/A N/A 

Monitorfn& Reguirements 

Measurement 
Frequency 

1/0ay 
1/Week 
3/Week 
1/Month 
3/Week 

Sample 
Type 

Grab 
24-Hour Composite 
24-Hour Composite 
24-Hour Composite 
24-Hour Compo sf te 
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The pH shall not be less than N/A standard units nor greater than N/A standard 
units and shall be monitored N/A. 

There shall be no discharge of floating solids or visible foam in other than 
trace amounts. 

Samples taken 1 n compl 1 a nee wl th the monitoring requirements specified above 
shall be taken at the following 1ocat1on(s): 2721, process and stormwater at 
east side of Block 28 shared with Power I. 
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PART I 
REQUIREMENTS FOR NPDES PERMITS ~~,y)-' 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS -;futf~ll 2801 

During the period beginning the effective date and lasting through the 
expiration date, the permittee is authorized to discharge from Outfall(s) 
number( s) 2801, Coal p11 e stonn runoff. Such df scharges shall be limited 
monitored by the permittee as specified below: 

Effluent Ch~racterfstfc Discharge Limitations 
kg/d~y( lbs/day) Other Units (Specify) 

Daily Avg 

F1 ow-m3 fOay( MGD) N/A 

Total Suspended 
Solids (TSS) Report 

Effluent Characteristic 

F1 ow-ni3 /Day( MGD) 

Total Suspended Solids (TSS) 

* When fl owing 

Daily Max Daily Avg Daily Max 

N/A N/A N/A 

Report N/A 50 (mg/1) 

Monitoring Requirements 

Measurement 
Frequency 

1/Day* 

1/Day* 

Sample 
Type 

Estimate 

Grab 

serial 
and 
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The pH shall not be less than N/A standard units nor greater than N/A standard 
units and shall be monitored 1/day* via grab sample. 

There shall be no discharge of floating solids or vt.sible foam in other than 
trace amounts. 

Samples taken in compliance with the monitoring requirements specified above 
shall be taken at the following location(s): 2801, at the..itfscharge(iliiiiiii)jl( coal 
pile runoff sump. ~(~ ~ 
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PART I 
REQUIREMENTS FOR NPDES PERMITS ~i~ 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS 710utfall 2901 

During the period beginning the effective date and lasting through the 
expiration date, the pennittee fs authodzed to discharge from Outfall( s) serial 
number(s) 2901, stonnwater from Old Tank Fann (Block 6). Such discharges shall 
be limited and monitored by the pennittee as specified below: 

Effluent Characteristic Discharge Limitations 
kg/day( lbs/day) Other Units (Specify) 

Daily Avg Daily Max Daily Avg Daily Max 

Flow-m3;oay(MGD) N/A N/A N/A N/A 

Total Organic Carbon N/A N/A N/A 55 (mg/1 l 
Oil and Grease N/A N/A N/A 15 (mg/1) 
Chloroform N/A N/A Report o. 75 (mg/1) 
1,2-Dichloroethane N/A N/A Report 1. 50 (mg/1) 
Tetrachloroethylene N/A N/A Report Report 

Effluent Characteristic Monftorin9 Regufrements 

Measurement Sample 
Frequency Type 

Flow-m3/Day(MGD) 1/Day* Estimate 

Total Organic Carbon 1/Day* Grab 
Oil and Grease 1/Day" Grab 
Chl orofonn** 1/Week* Grab 
1,2-Dichloroethane** 1/Week* Grab 
Tetrachloroethylene** 1/Week* Grab 

* When fl owf ng 
** For 2911 and 2951 only by EPA Method 601 or 624 
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The pH shall not be less than N/A standard units nor greater than N/A standard 
units and shall be monitored 1/day* via grab sample. 

There-shall be no discharge of floating solids or visible fo1111 in other than 
trace amounts. 

Samples taken fn compliance wt th the monitoring requirements specified above 
shall be taken at the following location(sl: 2911; RCl and glycol storage, 2921; 
MeOH and glycol storage, 2931; Propylene oxide storage, 2941; Butanol storage, 
2951; Chlorothene, EDC, glycol and HCl storage, to 005B.....,..L P~ ~ 
~ D ~ ~ -1-a-a.-y- ,.,....,_ .:~ tt 61, 
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PART I 
REQUIREMENTS FOR NPDES PERMITS )v.t~ 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS -AJutfall 3001 

During the perfod beginning the effective date and lasting through the expira
tion date, the pennittee is authorized to discharge from Outfall(s} serial 
number( s} 3001, northwest landffl 1 stonnwater runoff. Such discharges shall be 
limited and monitored by the pennittee as speciffed below: 

Effluent Characteristic 

Flow-~/Day(MGD} 

Total Organfc Carbon 
Oil and Grease 

Effluent Characteristic 

Flow-~fOay(MGD) 

Total Organic Carbon 
011 and Grease 

* When flowing 

Discharge Limitations 
kg/day(lbs/day) Other Units 

Daily Avg 

N/A 

N/A 
N/A 

Daily Max Dafly Avg 

N/A N/A 

N/A N/A 
N/A N/A 

Monitoring Requirements 

Measurement 
Frequency 

Sample 
Type 

(Specify} 

Dafly Max 

N/A 

50 (mg/ll 
15 (mg/l} 

1/Day* 

1/Day* 
1/Day* 

Estimate 

Grab 
Grab 



I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

PART I 

Page 97 of 127 
Pennit No. LA0003301 

The pH shall not be less than 6.0 standard units nor greater than 9.0 standard 
units and shall. be monitored 1/day* via grab sample. 

There ·shall be no discharge of f1 oating solids or visible foam fn other than 
trace amounts. 

Samples taken in compliance with the monitoring requirements specified above 
shall be taken at the following location(s): 3001, at the outlet of the settling 
basin or pump. 
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The pH shall not be less than li/A standard ~mits nor greater than N/A standard 
units end shall be monitored ..11-•'*)' Ia g: 'b rrm,l e. 

II/II 
There shall be no dt scharge of noat;ng solids •or visible foem 1n other than 
trace amounts. 

Samples taken in c0111p1f a nee with the mont to ring requt rements spect ffed above 
shall be taken at the following locattonlsl: UiU, stu:::: :u::urr fiC;: Ma'i"'sl 
Ch1 p[jdp '*g=·ge ?Co! 't at=st 1ft port 1 CD of tPo-k 4 7. 

31•4>- J.o:r .,.,., .. df R#\,,.~.r,.u '"fr:.u,..JftV!..,'f sc~~r 

3'1~1- E~c«.S l(".q,..,.f',./J .. u..,c..w11t~•,.,,.-J11 J 

3 I) I - J/)JseLittuc ,f • .,,.. tJ 1 / r:/otr4 cc ~ P.,//,-/1• 

fJ .,)}.d:- TMf • 

• 
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I ..rfcn.JII ) 
SECTION A. EfFLUENT llH!lATlONS AND MlNITORlNG REQUIREiof:NTS 'f\Outfal 1 4lllllt '3 I C> () 

During the period beginning the effective date and lasting through the 
expiration date, the pennittee 1s authorized to discharge from Outfalllsl serial 
numberls) \551 1 &\oliir tkJAeff fc om lhltli)l eli•o• 1de ate. aye area. SUch discharges 
sha1 1 be Hmi ted and monitored by the penn it tee as specified bel ow: 

Po./";) C st-'"''"'"'U'Jt 
Effluent Characteristic 

F1 ow-nrl JDay( HG!l) 

Total Organic Carbon 
011 and Grease 

Effluent Characteristic 

F1 ow-..rl /Day( HGD I 
' I 

Total Organic Carbon 
Oil and Grease 

Discharge Limitations 
kg/day( lbs/day) Other Units (Specify)· 

Daily Avg 

N/A 

N/A 
N/A 

Daily Max 

N/A 

N/A 
N/A 

Daily Avg Daily Max 

Report 

N/A 
N/A 

Report 

55 (mg/1) 
15 (mg/1 I 

Monitoring Requirements 

Measurement 
Frequency 

118ay· N/A 

ir)Qay* II/A 
WD•~ 111/tt 

Sample 

:J:e4 o..J /tlt,,/Jt/1 
"''tiaaa\e 

Grab 
Grab 

"Bffluent water leaving the Polyethylene Area 3100 may be 
4bc'llarged without a IDC>tlltorlllg schedule prcwiA!ed• 1) the 
41ac'llarge ie free of floating aoll4e ill other than trace 
aJft<>Uftte, and 2) it cJoea not exceecl SS lll!J/1 TOC or IS IIIIJ/1 oil 
and grease cm a grab sample be.eie. Any BIOilltorlng by the poor
mit tee shall be reported for Area 3100 as appropriate on the 
monthly Disc'llarge Monitoring Report.• 
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PART I 
REQUIREMENTS FOR NPOES PERMITS 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS -Outfall 002 

During the period beginning the effective date and lasting through the 
expiration date, the pennittee is authorized to discharge from Outfall(s) serial number( s) 002, stonnwater discharge. Such discharges shall be limited and monitored by the permittee as specified below: 

Effluent Characteristic 

Flow-mlfOay(MGD) 

Total Organic Carbon 
Oil and Grease 

Effluent C ha racteri s tic 

Fl ow-ml /DaY( MGD) 

Total Organic Carbon 
011 and Grease 

* When fl o>rl ng 

Discharse Limitations 
kg/day(lbs/day) Other Units 

Daily Avg 

N/A 

N/A 
N/A 

Daily Max Daily Avg 

N/A N/A 

N/A N/A 
N/A N/A 

Monitoring Requirements 

Measurement 
Frequency 

Sample 
Type 

(Speci fyl 

Daily Max 

N/A 

50 (mg/1) 
15 (mg/1) 

1/Day* 

1/Day* 
1/Day* 

Estimate 

Grab 
Grab 
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The pH shall not be less than 6.0 standard units nor greater than 9.0 standard 
units and shall be monitored 1/day* via grab sample. 

There-shall be no discharge of floating solids or visible foam in other than 
trace amounts. 

Samples taken in compliance w1 th the monitoring requf rements specf fi ed above 
shall be taken at the following locatfon(s): 002, stonnwater discharge north of 
block 49 to Bayou Bourbeaux (No. 1 on August 18, 1983 Map). 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS - Outfall 003 

During the period beginning the effective date and lasting through the 
expiration date, the permittee is authorized to discharge from Outfall(s) serial 
number( sl 003, firefightlng training area. Such discharges shall be limited and 
monitored by the permittee as specified below: 

Effluent Characteristic 

Flow-nil /l)ay(MGD) 

Total Organic Carbon 
Oil and Grease 

Effluent Characteristic 

Flow-nil /l)ay( MGD l 

Total Organic Carbon 
011 and Grease 

* When f1 owl ng 

Discharge Limitations 
kg/day( lbs/dayl other Units 

Daily Avg 

N/A 

N/A 
N/A 

Daily Max Dally Avg 

N/A N/A 

N/A N/A 
N/A N/A 

Monitoring Requirements 

Measurement 
Frequency 

Sample 
Type 

(Speci fyl 

Daily Max 

N/A 

50 (mg/1) 
15 (mg/1) 

1/Day* 

1/Day* 
1/Day* 

Estimate 

Grab 
Grab 



I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

PART I 

Page 101 of 127 
Pennit No. LA0003301 

The pH shall not be less than 6.0 standard units nor greater than 9.0 standard 
units and shall be monitored 1/day* via grab sample. 

There shall be no discharge of floating solids or visible foam in other than 
trace arnoun ts. 

Samples taken in compliance with the monitoring requirements specified above 
shall be taken at the following location(s): 003, stormWI!ter discharge, etc., 
north and east of Block 49 to Bayou Bourbeaux (No. 2 on August 18, 1983 Map). 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS -Outfall 004 

During the period beginning the effective date and lasting through the 
expiration date, the permittee is authorized to discharge from Outfall( s) serial 
number(s) 004, stormwater runoff from electrical salvage yard. Such discharges 
shall be limited and monitored by the permittee as specified below: 

Effluent Characterfsti c 

Fl ow-niJ fOay( MGD) 

Total Organic Carbon 
0 f1 and Grease 

Effluent Characteristic 

fl ow-niJ fOay( HGD) 

Total Organic Carbon 
Ofl and Grease 

" When fl owf ng 

Discharae Limitations 
kg/day(lbs/dayl Other Units 

Daily Avg 

N/A 

N/A 
N/A 

Dally Max Daily Avg 

N/A N/A 

N/A N/A 
N/A N/A 

Monitoring Requirements 

Measurement 
frequency 

Sample 
Type 

(Specify) 

Daily Max 

N/A 

50 (mg/1) 
15 (mg/1) 

1/Day* 

1/Day* 
1/Day* 

Estimate 

Grab 
Grab 
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The pH shall not be less than 6.0 standard unfts nor greater than 9.0 standard 
unf ts and shall be monf to red 1/day* vi a grab sample. 

There·shal1 be no discharge of floating solids or visible foam in other than 
trace amounts. 

Samples taken fn compliance wfth the monitoring requirements specified above 
shall be taken at the following 1ocation(s): 004, storml'lilter runoff from 
electrical salvage yard just east of Block 41 (No.3 on August 18, 1983 Map). 



I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

PART I 

Page 104 of 127 
Pennft No. U\0003301 

PART I 
REQUIREMENTS FOR NPDES PERMITS 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS - Outfall 005 

Ouring the period beginning the effective date and lasting through the 
expiration date, the pennittee is authorized to discharge from Outfall(s) serial 
number( s) 005, utilf ty and stonnwater runoff from Fab. and Machine shop. Such 
discharges shall be limited and monitored by the pennittee as specified below: 

Effluent Characteristic 

f1 ow-or'! /Day( MGD) 

Total Organic Carbon 
011 and Grease 

Effluent Characteristic 

Flow-nr'I!Oay(MGD) 

Total Organic Carbon 
011 and Grease 

* When f1 owf ng 

Dischar9e Limitations 
kg/day(lbs/day) Other Units 

Daily Avg 

N/A 

N/A 
N/A 

Daily Max Daily Avg 

N/A N/A 

N/A N/A 
N/A N/A 

Monitoring Requirements 

Measurement 
Frequency 

Sample 
Type 

(Specify) 

Oafl y Max 

N/A 

50 (mg/11 
15 (mg/1) 

1/0ay* 

1/Day* 
1/Day* 

Estimate 

Grab 
Grab 
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The pH shall not be les's than 6.0 standard units nor greater than 9.0 standard 
units and shall be monitored 1/day* via grab sample. 

There·shall be no discharge of floating solids or visible foam in other than 
trace amounts. 

Samples taken in compliance with the monitoring requirements specified above 
shall be taken at the following 1ocat1on(s): 005, utility and stonnwater runoff 
from Fab and Machine shop to Bayou Bourbeaux. 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS - Outfall 006 

During the period beginning the effective date and lasting through the 
expiration date, the pennlttee Is authorized to discharge from Outfall(s) serial 
number( sl 006, stonnwater runoff from Poly B Plant. Such dl scharges shall be 
limited and monitored by the pennlttee as specified below: 

Effluent Characteristic 

Flow-mlfOay(MGD) 

Total Organic Carbon 
Dll and Grease 

Effluent Characteristic 

Flow-mlfOay(MGO) 

Total Organic Carbon 
Oil and Grease 

* Wh eri fl ow1 ng 

Dlscharl!e Limitations 
kg/day(lbs/dayl Other Units 

Daily Avg 

N/A 

N/A 
N/A 

Dally Max Dally Avg 

N/A N/A 

N/A N/A 
N/A N/A 

Monitoring Requirements 

Measurement 
Frequency 

Sample 
Type 

(Spec I fyl 

Daily Max 

N/A 

50 (mg/l) 
15 (mg/1) 

1/Day* 

1/Day* 
1/Day* 

Estimate 

Grab 
Grab 
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The pH shall not be less than 6.0 .standard units nor greater than 9.0 standard 
units and shall be monitored 1/day* vfa grab sample. 

There shall be no discharge of floating solids or vfsfble foam fn other than 
trace amounts. 

Samples taken in compliance wf th the monftorfng requirements specfff ed above 
shall be taken at the following locatfon(s): 006, stormwater runoff from Poly B 
Plant to Bayou Bourbeaux. 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS - Outfall 007 

During the period beginning the effective date and lasting through the 
expiration date, the permittee is authorized to discharge from Outfall(s) serial 
number(s) 007, stormwater runoff from railcar switching area and spare parts 
storage. Such discharges shall be limited and monitored by the pennittee as 
specified below: 

Effluent Characteristic 

Flow-nil fOay( MGD l 

Total Organic Carbon 
Oil and Grease 

Effluent Characteristic 

Flow-nil /Day( MGD) 

Total Organic Carbon 
Oil and Grease 

* When f1 owl ng 

Discharse Limitations 
kg/day(lbs/dayl Other Units 

Daily Avg 

N/A 

N/A 
N/A 

Daily Max Daily Avg 

N/A N/A 

N/A N/A 
N/A N/A 

Monitorins Requirements 

Measurement 
Frequency 

Sample 
Type 

(Specify) 

Daily Max 

N/A 

50 (mg/1) 
15 (mg/ll 

1/Day* 

1/Day* 
1/Day* 

Estimate 

Grab 
Grab 
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The pH shall not be less than 6.0 standard units nor greater than 9.0 standard 
units and shall be monitored 1/day* via grab sample. 

.. 
There shall be no discharge of floating solfds or visible foem in other than 
trace emounts. 

Samples taken in compl i a nee wf th the monitoring requirements speci fled above 
shall be taken at the following location( s): 007, stonnwater runoff from railcar 
swf tch1 ng area and spare parts storage to Bayou BourbeauK (No. 7 on August 18, 
1983 Map). 
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PART I 
REQUIREMENTS FOR NPDES PERMITS 

SECTION A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS -Outfall 008 

During the period beginning the effective date and lasting through the 
expiration date, the permittee is authorized to discharge fran Outfall( sl serial 
number(sl 008, stonnwater runoff from Environmental Operations Plant Area (5 
point sources). Such discharges shall be limited and monitored by the permittee 
as specified below: 

Effluent Characteristic 

F1 ow-ni3 /Day( MGD) 

Total Organic Carbon 
Ofl and Grease 

Effluent Characteristic 

Fl ow-nf /Day( MGD) 

Total Organic Carbon 
Oil and Grease 

* When fl owl ng 

Discharge Limitations 
kg/day( lbs/day) Other Units (Spec! fyl 

Daily Avg 

N/A 

N/A 
N/A 

Daily Max Daily Avg Dally Max 

N/A N/A N/A 

N/A N/A 50 (mg/1) 
N/A N/A 15 (mg/1) 

Monitoring Requirements 

Measurement 
Frequency 

1/Day* 

1/Day* 
1/Day* 

Sample 
Type 

Estimate 

Grab 
Grab 
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The pH shall not be less than 6.0 standard units nor greater than 9.0 standard 
units and shall be monitored 1/day* via grab sample. 

There shall be no discharge of floating solids or visible foam in other than 
trace amounts. 

Samples taken in compliance with the monitoring requirements specified above 
shall be taken at the fOllowing location(s): 008, stormwater runoff at 
Environmental Operation Department. 
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STANDARD CONDITIONS FOR NPDES PERMITS 

SECTION A. GENERAL CONDITIONS 

1. Duty to Comply 

The permittee must comply with all conditions of this permit. Any permit 
noncompliance constitutes a violation of the Clean Water Act and is grounds for 
enforcement action; for permit termination, revocation and reissuance, or 
modification: or for denial of a permit renewal application. 

2. Penalties for Violations of Permit Conditions 

The Clean Water Act provides that any person who violates a permit condition 
implementing sections 301, 302, 306, 307, 308, 318, or 405 of the Clean Water 
Act is subject to a civil penalty not to exceed $10,000 per day of such 
violation. Any person who willfully or negligently violates permit conditions 
implementing sections 301, 302, 306, 307, or 308 of the Clean Water Act is 
subject to a fine of not less than $2,500 nor more than $25,000 per day of 
violation, or by imprisonment for not more than 1 year, or both. 

3. Permit Actions 

This permit may be modified, revoked and reissued, or terminated for cause 
including, but not limited to, the following: 

a. Violation of any terms or conditions of this permit; 

b. Obtaining this permit by misrepresentation or failure to disclose fully 
all relevant facts; or 

c. A change in any condition that requires either a temporary or permanent 
reduction or elimination of the authorized discharge. 

The filing of a request by the permittee for a permit modification, revocation 
and reissuance, or termination, or a notification of planned changes or 
anticipated noncompliance, does not stay any permit condition. 

4. Toxic Pollutants 

Notwithstanding paragraph A.3. above, if a toxic effluent standard or 
prohibition (including any schedule of compliance specified in such effluent 
standard or prohibition) is established under section 307(a) of the Act for a 
toxic pollutant which is present in the discharge and such standard or 
prohibition is more stringent than any limitation for such pollutant in this 
permit, this permit shall be modified or revoked and reissued to conform to the 
toxic effluent standard or prohibition and'the permittee so notified. 
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The permittee shall comply with effluent standards or prohibitions established 
under ·section 307(a) of the Clean Water Act for toxic pollutants within the time 
provided In the regulations that establish those standards or prohibitions, even 
if the permit has not yet been modified to Incorporate the requirement. 

5. Civil and Criminal Liability 

I 
I 
I 
I 

Except as provided fn permit conditions on "Bypassing" section B, paragraph 3.b. I 
and "Upsets" section B, paragraph 4.b., nothing in this permit shall be 
construed to relieve the permittee from civil or criminal penalties for 

1 noncompliance. 

6. Oil and Hazardous Substance Liability 

Nothing in this permit shall be construed to preclude the institution of any 
legal action or relieve the permittee from any responsfbflfties, liabilities, or 
penalties to which the permittee is or may be subject under section 311 of the 
Act. 

7. State Laws 

Nothing in this permit shall be construed to preclude the institution of any 
legal action or relieve the permittee from any responsibilities, lfabflfties, or 
penalties established pursuant to any applicable State law or regulation under 
authority preserved by section 510 of the Act. 

8. Property Rights 

The issuance Of this permit does not convey any property rights of any sort, or 
any exclusive privileges, nor does it authorize any Injury to private property 
or any Invasion of personal rights, nor any infringement of Federal, State or 
local laws or regulations. 

9. Severability 

The provisions of this permit are severable, and If any provision of this 
permit, or the application of any provision of this permit to any circumstance, 
is held Invalid, the application of such provision to other circumstances, and 
the remainder of this permit, shall not be affected thereby. 
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SECTION B. OPERATION AND MAINTENANCE OF POLLUTION CONTROLS 

1. Proper Operation and Maintenance 

The permittee shall at all times properly operate and maintain all facilities 
and systems of treatment and control (and related appurtenances) which are 
installed or used by the permittee to achieve compliance orith the conditions of 
this permit. Proper operation and maintenance includes effective performance, 
adequate funding, adequate operator staffing and training, and adequate 
laboratory and process controls, including appropriate quality assurance 
procedures. This provision requires the operation of backup or auxiliary 
facilities or similar systems only when necessary to achieve compliance with the 
conditions of the permit. 

2. Need to Halt or Reduce not a Defense 

It shall not be a defense for a permittee in an enforcement action that it would 
have been necessary to halt or reduce the permitted activity in order to 
maintain compliance with the conditions of this permit. 

3. Duty to Mitigate 

The permittee shall take all reasonable steps to minimize or prevent any 
discharge in violation of this permit which has a reasonable likelihood of 
adversely affecting human health or the environment. 

4. Bypass of Treatment Facilities 

a. Definitions 

(1) "Bypass• means the intentional diversion of waste streams from any 
portion of a treatment facility. 

(2) "Severe property damage• 11111ans substantial physical damage to 
property, damage to the treatment facilftfes which causes them to 
become inoperable, or substantial and permanent loss of natural 
resources whfch can reasonably be expected to occur in the absence 
of a bypass. Severe property damage does not mean economic loss 
caused by delays ln production. 

b. Bypass not exceeding limitations. The permittee may allow any bypass 
to occur whfch does not cause effluent limitations to be exceeded, but 
only If It also Is for essential maintenance to assure efficient 
operAtion. These bypasses are not subject to the provisions of 
paragraphs c and·d of this section. 

c. Notice 

(1) Anticipated bypass. If the permittee knows 
for a bypass, It shall submit prior notice, 
ten days before the date of the bypass. 

in advance of the need 
if possible at least 
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(2) Unanticipated bypass. The permittee shall submit notice of an 
unanticipated bypass as required in section D, paragraph 6 
(24-hour notice). 

Prohibition of bypass. 

(1) Bypass Is prohibited and the Director may take ~nfo~cement action 
against a permittee for bypass, unless: 

(a) Bypass was unavoidable to prevent loss of life, personal 
injury, or severe property damage; 

(b) There were no feasible alternatives to the bypass, such as the 
use of auxiliary treatment facilities, retention of untreated 
wastes, or maintenance during normal periods of equipment 
downtime. This condition Is not satisfied if the permittee 
could have installed adequate backup equipment to prevent a 
bypass which occurred during normal periods of equipment 
downtime or preventive maintenance; and 

(c) The permittee submitted notices as required under paragraph 
3.c. of this section. 

(2) The Director may approve an anticipated bypass, after considering 
Its adverse effects, If the Director determines that it will meet 
the three conditions listed above In paragraph d.(l). of this 
section. 

s. Upset Conditions 

a. Definition. "Upset• means an exceptional Incident In which there Is 
unintentional and temporary noncompliance with technology.based permit 
effluent limitations because of factors beyond the reasonable control 
of the permittee. An upset does not Include noncompliance to the 
extent caused by operational error, Improperly designed treatment 
facilities, Inadequate treatment facilities, lack of preventive 
maintenance, or careless or Improper operation. 

b. 

c. 

Effect of an upset. An upset constitutes an aff1rmat1ve defense to an 
action brought for noncompliance with such technolagy.based permit 
effluent limitations If the requirements of paragraph c of this section 
are met. No determination made during administrative review of claims 
that noncompliance was caused by upset, and before an action for 
noncompliance, Is final administrative action subject to judicial 
review. 

Conditions necessary for a demonstration of upset. A permittee Who 
wishes to establish the affirmative defense of upset shall demonstrate, 
through properly si~ned, contemporaneous operating logs, or other 
relevant evidence that: 

------- -·-·--· 
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( 1) An upset occurred and that the penn_! ttee can !dent I fy the spec! f1 c 
cause(s) of the upset; 

(2) The permitted facility was at the time being properly operated; and 

(3) The permittee submitted notice of the upset as required In section 
D, paragraph 6. 

(4) The permittee complied with any remedial measures required under . 
sect I on A. paragraph 3 .• 

d. Burden of proof. In any enforcement proceeding the permittee seeking to 
establish the occurrence of an upset has the burden of proof. 

6. Removed Substances 

Solids, sludges, filter backwash, or other pollutants removed in the course of 
treatment or control of wastewaters shall be disposed of In a manner such as to 
prevent any pollutant from such materials from entering navigable waters. 
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SECTION C. MONITORING AND RECORDS 

1· Representative Sampling 
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Samples and measurements taken as required herein shall be representative of the 
volume and nature of the monitored discharge. All samples shall ~e taken at the 
monitoring pOints specified in this permit and, unless otnerWise'specified, 
before the effluent joins or is diluted by any other wastestream, body of water, 
or substance. Monitoring points shall not be changed without notification to 
and the approval of the Director. 

2. Flow Measurements 

Appropriate flow measurement devices and methods consistent with accepted 
scientific practices shall be selected and used to ensure the accuracy and 
relfabflfty of measurements of the volume of monitored discharges. The devices 
shall be installed, calibrated and maintained to Insure that the accuracy of the 
measurements are consistent with the accepted capability of that type of device. 
Devices selected shall be capable of measuring flows with a maximum deviation of 
less than+ 10% from true discharge rates throughout the range of expected 
discharge volumes. Guidance in selection, installation, calibration and 
operation of acceptable flow measurement devices can be obtained from the 
following references: 

a. "A Guide to Methods and Standards for the Measurement of Water Flow", 
u. S. Department of Commerce, National Bureau of Standards, NBS 
Special Publication 421, Hay 1975, 97 pp. (Available from the u. s. 
Government Printing Office, Washington, D. c. 20402. Order by SO. 
catalog No. C13.10:421). 

b. •water Measurement Manual", u. s. Department of Interior, Bureau of 
Reclamation, Second Edition, Revised Reprint, 1974, 327 pp. (Available 
from the u. s. Government Printing Office, Washington, D. c. 20402 • 
Order by Catalog No. 127.19/2:W29/2, Stock No. S/N 24003-0027). 

c. "Flow Measurement fn Open Channels and Closed Conduits, u. S. 
Department of Commerce, National Bureau of Standards, NBS Special 
Publication 484, October 1977. 982 pp. (Available in paper copy or 
microfiche from Natfona1 Technlca1 rnfonnatfon Service (NT!S), 
Sprlngffeld, VA 22151. Order by NTIS No. PB-273 535/5ST). 

d. "NPDES Compliance Sampling Manual", u. s. Environmental Protection 
Agency, Office of Water Enforcement, Publication MCD·Sl, 1977, 140 pp • 
(Available from the General Services Administration [BFFS], Centralized 
Mailing lists Services, Building 41, Denver Federal Center, Denver, CO 
80225). . 
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3. Monitoring Procedures 
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Monitoring must be conducted according to test procedures approved under 40 CFR Part .136, unless other test procedures have been specified In this permit. 
4. Penalties fo·r Tampering 

The Clean Water Act provides that any person lotio fal sifles·, tampe·rs with, ·or knowingly renders inaccurate, any monitoring device or method required to be maintained under this permit shall, upon conviction, be punished by a fine of not more than $10,000 per violation, or by Imprisonment for not more than 6 months per violation, or by both • 

5, Reporting of Monitoring Results 

Monitoring results must be reported on a Discharge Monitoring Report (DMR) form (EPA No. 3320-1). Monitoring results obtained during the previous month shall be summarized and reported on a DMR form postmarked no later than the 15th day of the month following the completed reporting ~riod. The first report is due Duplfcate copies of DMR s ·signed and certified as 
11, and all other reports required by Section 

1 be submitted to the Regional Administrator and 
addresses: 

01 rector 
Water Management Division (6W) 
U.S. Environmental Protection Agency 
Region VI 
InterFirst Tow Building 
12D1 Elm Street 
Dallas, Texas 75270 

J. Dale Givens, Administrator 
Assistant Secretary for water 
Water Pollution Control Division 

Lou! siana Dept. of Environmental 
Qual lty 

P.O. Box 44066 
Baton Rouge, Louisiana 70804-4066 

6. Additional Monitoring by the Permittee 

If the permittee monitors any pollutant more frequently than required by this permit, using test procedures approved under 40 CFR Part 136 or as specified In this permit, the results of this monitoring shall be included Jn the calculation end reporting of the data submitted in the DMR. Such increased frequency shall also be indicated. 

1. -Averaging of Measurements 

Calculations for all 11mi£atlons which require averaging of measurements shall utilize an arithmetic mean unless otherwise specified by the Director In the permit. 



i : 
I • 
I ! 
i i 
I • 
! ; 

!· 

I ' 
I I 
I ; 

I 
! I 
i 1 
i . 

i ' 
~ ; 
i . 

; : 

; ; 

8. Retention of Records 
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The permittee shall retain records of all monitoring Information, Including all 
carfbrat 1 on and maintenance records and a11 original strip chart recordings for 
continuous monitoring instrumentation, copies of all reports required by this 
permit, and records of all data used to complete the application for this 
permit, for a period of at least 3 years from the date of:the sample, 
measurement, report or application. This period may be extended by request of 
the Director at any time. 

9. Record Contents 

Records of monitoring Information shall Include: 

a. The date, exact place, time and methods of sampling or measurements; 

b. The individual(s) who performed the sampling or measurements; 

c. The date(s) analyses ..ere performed; 

d. The indivfdual(s) who performed the analyses; 

e. The analytical techniques or methods used; and 

f. The results of such analyses. 

10. Inspection and Entry 

The permittee shall allow the Director, or an authorized representative, upon 
the presentation of credentials and other documents as may be required by law, 
to: 

a. Enter upon the permittee's premises where a regulated facility or 
activity Is located or conducted, or where records must be kept under 
the conditions of this permit; 

b. Have access to and copy, at reasonable times, any records that must be 
kept under the conditions of this permit; 

c. Inspect at reasonable times any fac:il ities, equipment ( including 
monitoring and control equipment), practices, or operations regulated 
or required under this permit; and 

d. Sample or monitor at reasonable times, for the purposes of assuring 
permit compliance or as otherwise authorized by the Clean Water Act, 
any substances or parameters at any location. 

···--~-·· ··.· 
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SECTION D. REPORTING REQUIREMENTS 

1. Planned Changes 

PART II 

Page 120 of 127 
Permit No. LA0003301 

The permittee shall give notice to the Director as soon as possible of any 
planned physical alterations or additions to the permitted facility. 

2. Anticipated Noncompliance 

The permittee shall give advance notice to the Director of any planned changes 
in the permitted facility or activity which may result in noncompliance with 
permit requirements. 

3. Transfers 

This permit is nontransferable to any person except after notice to the 
Director. The Director may require modification or revocation and reissuance of 
the permit to change the name of the permittee and incorporate such other 
requirements as may be necessary.under the Clean Water Act. 

4. Monitoring Reports 

Monitoring results shall be reported at the intervals and in the form specified 
in section C, paragraph 5 (Monitoring). 

5. Compliance Schedules 

Reports of compliance or noncompliance with, or any progress reports on, interim 
and final requirements contained in any compliance schedule of this permit shall 
be submitted no later than 14 days following each schedule date. Any reports of 
noncompliance shall include the cause of noncompliance, any remedial actions 
taken, and the probability of meeting the next scheduled requirement. 

6, Twenty Four Hour Reporting 

The permittee shall report any noncompliance which may endanger health or the 
environment. Any information shall be provided orally within 24 hours from the 
time the permittee becomes aware of the circumstances. A written submission 
shall also be provided with!n 5 days of the tlme the permittee becomes aware of· 
the circumstances. The written submission shall contain a description of the 
noncompliance and its cause; the period of noncompliance, including exact dates 
and times, and if the noncompliance has not been corrected, the anticipated time 
it is expected to continue; and steps taken or planned to reduce, eliminate, and 
prevent reoccurrence of the noncompliance •. The Director may waive the written 
report on a case-by-case basis 1f the oral report has been received within 24 
hours. 



I 
; ! 
i i 
\ 
' l 

PART II 

Page 121 of 127 
Permit No. LA0003301 

The. following shall be included as information which must be reported 
wfthfn 24 hours: 

a. Any unanticipated bypass which exceeds any effluent 11m1tat1on In the 
permit. 

Any upset which exceeds any effluent 11m1tat1on f.n j;he PJ!nnit. 

c. VIolation of a maximum dafly discharge limitation for any of the 
pollutants listed by the Director f n Part Ill of the permit to be 
reported within 24 hours. 

7. Other Noncompliance 

The permittee shall report all Instances of noncompliance not reported under 
section D, paragraphs 1, 4, 5, and 6, at the time monitoring reports 
are submitted. The reports shall contain the Information listed in 
paragraph 6. 

8. Changes In Discharges of Toxic Substances 

The permittee shall notify the Director as soon as it knows or has reason to 
believe: 

a. That any activity has occurred or will occur which would result In the 
discharge of any toxic pollutant which is not limited In the permit, if 
that discharge will exceed the "notification levels" 
described In 40 CFR 122.42 (4BFR14146 April 1, 1983). 

b. That they have begun or expect to begin to use or manufacture as an 
fntennedfate or final product or byproduct any toxic pollutant which 
was not reported in the penult application. 

9. Duty to Provide Information 

The permittee shall furnish to the Director, within a reasonable time, any 
Information Which the Director may request to determine whether cause exists for 
modifying, revoking and reissuing, or terminating this permit, or to determine 
compliance with this permit. The permittee shall also furnish to the Director, 
upon request, copies of records required to be kept by this permit. 

10. Duty to Reapply 

If the permittee wishes to continue an activity regulated by this penult after 
the expiration date of thfs pennlt, the permittee must apply for and obtain a 
new permit •. The application should be submitted at least 180 days before the 
expiration date of this permit. The Director may grant permission to submit an 
application less than 180 days In advance but no later than the permit 
expiration date. 
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11. Signatory Requirements 

All applications, reports or information submitted to the Director shall be 
signed·and certified. 

a. 

b. 

All permit applications shall be signed as follows: 

(1) For a corporation: by a responsible corporate officer. For the 
purpose of this section, a responsible corporate officer means: 

(f) A president, secretary, treasurer, or vice president of the 
corporation in charge of a principal business function, or any 
other person who performs sfm11ar policy or decision making func~ 
tions for the corporation, or 

(if) the mananger of one or more manufacturing, production, or 
operating facilities employing more than 250 persons or having 
gross annual sales or e~penditures e~ceedfng $25 million (in 
second-quarter 1980 dollars), If authority to sign documents has 
been assigned or delegated to the manager in accordance with cor
porate procedures; 

(2) For a partnership or sole proprietorship: by a general partner or 
the proprietor, respectively; or 

(3) 'For a municipality, State, Federal, or other public agency: by 
either a principal e~ecutive officer or ranking elected official. 
For purposes of this section, a principal e~ecutlve officer of a 
Federal agency Includes: 

lil The chief executive officer of the agency, or 

Iii) a senior executive officer having responsibility for the 
overall operations of a principal geographic unit of the agency. 

All reports required by the permit and other information requested by 
the Director shall be signed by a person described above or by a duly 
authorized representative of that person. A person Is a duly 
authorized representative only if: 

Ill The authorization is made In writing by a person described above. 

(2) The authorization specified either an individual or a position 
"having responsibility for the overall operation of the regulated 
facility or activity, such as the position of plant manager, 
operator of a well or a well field, superintendent, or position of 
equivalent responsibility. A duly authorized representative ~ 
thus be either a named Individual or any Individual occupying a 
named position; and 

(3) The written authorization is submitted to the Director. 
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c. Certification. Any person signing a document under this section shall 
make the following certification: 

"I certify under penalty of law that this document and all attachments 
were prepared under the direction or supervision in accordance with a 
system designed to assure that qualified personnel properly gather and 
evaluate the information submitted. Based on ~ 1nqu1ry of the person 
or persons who manage the system, or those persons directly responsible 
for gathering the information, the information submitted is, to the 
best of~ knowledge and belief, true, accurate, and complete. I am 
aware that there are significant penalties for submitting false 
information, including the possibility of fine and imprisonment for 
knowing violations.• 

12. Availability of Reports 

I 
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Except for data determined to be confidential under 40 CFR Part 2, all reports I 
prepared in accordance with the terms of this permit shall be available for 
public inspection at the offices of the State water pollution control agency and 

1 the Regional Administrator. As required by the Act, permit applications, 
permits and effluent data shall not be considered confidential. 

13. Penalties for Falsification of Reports II 
The Clean Water Act provides that any person who knowingly makes any false 
statement, representation, or certification in any record or other document I 
submitted or required to be maintained under this permit, including monitoring 
reports or reports of compliance or noncompliance shall, upon conviction, be 
punished by a fine of not more than $10,000 per violation, or by imprisonment 

1 for not more than 6 months per violation, or by both. 
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PART Ill 
OTHER CONDITIONS 

1. The "daily average" 'concentration means the arithmetic average (weighted by 
flow value) of all the daily determinations of concentration made during a 

·calendar month. Daily determinations of concentration made using a 
composite sample shall be the concentration of the composite sample. When 
grab samples are used, the daily determination of concentration shall be the 
arithmetic average (weighted by flow value) of all the samples collected 
during that calendar day. 

The "daily maximum" concentration means the daily determination of 
concentration for any calendar day. 

2. Noncomplfance reporting for upsets and bypasses shall be made within 24 
hours to EPA Region 6 followed by a written report in five days. Violations 
of daily maximum limitations for pollutants listed below will also be 
reported in 24 hours followed by a written report in five days. Violations 
of daily maximum limitations for all other pollutants identified elsewhere 
in this permit shall be reported in writing within five days. 

3. The term "24-hour composite sample" except for volatile organics means a 
sample consisting of a minimum of eight (8) grab samples of effluents 
collected at regular intervals over a normal operation day and combined 
proportional to flow, or a sample continuously collected proportional to 
flow over a normal operating day. 

4. The "daily average" mass discharge means the total discharge by weight 
during a calendar month divided by the number of days in the month that the 
production or commercial facfli ty was operating. Where less than daily 
sampling is required by this penn it, the daily average discharge shall be 
determined by the summation of all the measured daily discharges by weight 
divided by the number days during the calendar month when the measur'ements 
were made. 

The "daily maximum" mass discharge means the total discharge by weight 
during any calendar day. 

5. pH EffLUENT LIMITATIONS UNDER CONTINUOUS MONITORING 

Where a pennittee continuously measures the pH of wastewater pursuant to a 
requiremeQt or option in a National Pollutant Discharge Elimination System 
(NPOES) permit issued pursuant to Section 402 of the Clean Water Act, the 
permittee shall maintain the pH of such wastewater within the range set 
forth in the pemit, except excursions from the range are permitted, 
provided: 

( al The total tfme during which the pH values are outside the requf red 
range of pH values shall not exceed 446 minutes in any calendar month; 
and 
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(b) No individual excursion from the range of pH values shall exceed 60 
minutes. 

For purposes of this section, an "excursion" is an unintentional and 
temporary incident in which the pH value of discharge wastewater exceeds the 
range set forth in the permit. Both the number of individual excursions 
exceeding 60 minutes and the total accumulated excursion time in minutes 
occurring in any calendar month shall be reported in accordance with Part 
II.C.5 of this permit. 

6. The permittee shall determine if eighty (80) percent or greater of the 
culture of test organisms will survive by use of the "Range-Finding 
Screening Test," set out in "Methods for Measuring the Acute Toxicity of 
Effluents to Aquatic Organisms," EPA-600/4-78-012 (Rev. July, 1978). 
Organisms for this test shall be Daphnia sp. 1f the effluent is less than 
five (5) parts per thousand salinity or MYsfdopsis sp. ff the effluent is 
equal to or greater than five (5 l parts per thousand salinft,y. This 
screening test will be conducted within sfxt,y (60) days of effectiveness of 
the biomonitoring requirements. Tests will be conducted once each quarter 
for a duration of two years utilizing a static method for 24 hours and 
following this dilution scheme only: 

Effluent sample* - 100 percent by volume 
Oil uti on water 0 percent by volume 

*24-hour composite; refrigerated after collection 

If at any time during the two year testing period a test shows a survival of 
eighty (80) percent or less of the test organisms, the permittee shall 
within twent,y-four (24) hours conduct a replacement static 48-hour median 
1 ethal concentration (LC50) test on the originally collected sample. 
Replacement of effluent samples shall be once per 24 hours. Organisms for 
this test shall be Daphnia sp. ff the effluent is less than five (5) parts 
per thousand salinf t.Y and reconstituted fresh water (EPA-600/4-78-012 
Section 4) shall be used for dfl utfon. If the effluent 1s equal to or 
greater than five (5) parts per thousands salinity, Mysidopsis sp. shall be 
used as the test organism, and reconstl tuted seawater ml1 be used as 
dilution water (EPA-600/4-78-012 Section 4). The remaining LC50 methodology 
is available in EPA-600/4-78-012 • 

. All screening and LC50 test results shall be reported with the Discharge 
Monitorin~ Reports. The test results should include the chemical and 
physical data as specified in Section 7 of EPA-600/4-78-012. 
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For "24-hour composite sample" of volatile organics, the permittee shall 
manually collect at 1 east four (4) alfquots or grab samples at regular 
Intervals during the actual hours of discharge during a 24-hour period. The 
alfquots must be combined fn the laboratory prior to analysts. Only one (1) 
analysts or run fs required sfnce the alfquots are combined prior to 
analysts. Grab samples composfted fOr volatile organic analysts need not be 
flow proportioned. 

The penni ttee may utilize EPA Method 624 f n 1 i eu of EPA Methods 601, 602, 
604, etc. provided the sampling protocol is no less rigid than that provided 
fn the quantitative method. 

Mont tori ng fOr total purgeabl e hal ocarbons, total purgeabl e aromatics and 
phenols is required at the 1/month frequency fn Part I.A. Should such 
routine analysis indicate a 251 exceedance of the combined daily maximum 
requirements upstream, permittee will provide a report of remedial action 
employed. 

In the event of a major spill of a component of this subject pol 1 utant, the 
final outfall will be monitored by grab sample to assess the impact. The 
results of such grab sample will not be reported on the OMR' s but should 
accompany the non-compliance report of the spill. 

IJNoL "!.loO 
Stormwater leaving the polyethylene areas 9001 !Uid 1ooo.,may be discharged 
withOut monitoring schfl.«JJ..le provided: 1) the discharge is free of floating 
solids fn other than th'ce amounts, 2) does not exceed 55 mg/1 TOC nor 15 
mg/1 011 and Grease on a grab samP.le basis. Any monitoring by permittee 
shall be reported fOr outfalls 09}1,~• 1031 as appropriate on the monthly 
Discharge Monitoring Reports. }3111, 31~1 4 

;s 151 

Upon notification by permittee that cooling tower systems are being cleaned, 
renovated and the water treated at Outfall 801, the chromium and z1 nc 
limitations will apply at the treatment system to accomodate such Increased 
flow. 

Permittee shaH report on a quarterly bash 1n accordance with Part !.C.Z. 
of the permit, the monthly average of the daily amount and kind(s) of 
cl ari fyi ng agent( s) used in the intake water treatment system. 
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In situaions lotlere pH of an internal outfall will be 
bfomonftoring tests, pH adjustment may be necessary. 
sample of the following internal sampHng points may 
adjustment methodology bel ow: 

deterent to effective 
The 24-hour composite 

utn ue the pH 

Internal Outfall(s) 0311, 0321, 0511, 0521, 0611 

pH adjustment method. Upon completion of the 24-hour composite sample, the 
pH of the biomonitoring sample may be adjusted to the 6.0 - 9.0 range. 
Actual pH adjustment will utilize either 1 nomal hydrochloric acid for 
alkaline samples or 1 normal sodium hydroxide for acidic samples. Permittee 
shall report the quantity (volume) of the above acid or base used to adjust 
the pH of the biomonitoring sample and the initial and final volume of the 
composite sample collected for the test( s). 

14. Permittee may combine the by-product alkalinity streams from LHL II, 0731 
and LHL III, 2211 after completion of the monitoring point installation in 
the header to transport these streams to the solvents plant area. Permittee 
must notify EPA and LDEQ of the exact location and that they are able to 
meet the limitations at 2101. 

15. Best Management Practices: 

a. Outfall 1201 -Permittee will continue the Pollution Control Management , 
procedures set forth in the August 18, 1983 letter from Dow pursuant to 
Tank Car Cleaning. 

b. Outfall 1601 -Permittee will conform to the BMP committment received 
dated April 15, 1983 pursuant to discharges at 1601. 

16. Permittee may utilize a c;omposite side-stream from each effluent discharge 
pump for purposes of pH monitoring at 0001. The retention time in the 
receiver where the pH is actually monitored should not exceed 15 minutes. 


